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B. RESILIENT FLOORING

B. MATERIALS .
1. Portland cement: ASTM C150, Type 1. 1. Submlttals:_ Product Qata and.colqr samplgs. '
2. Aggregates: ASTM C33. 2. Sheet flooring: Mannington Life Lines Hl vinyl flooring, color from standard colors as
3. Water: Potable. selected by Owner
4. Reinforcing steel: ASTM A615. 3. Cove base: 4 \(lnyl cove. Johnson, Roppe or equal. Color from standard colors as
selected by Architect. ROBERTE.
C. MIXES 4. Cove base at restrooms: Integral 6” cove base. BURFO% /
1. Concrete: ASTM C94. 2500 psi. 5. Installation: Verify floors are clean and level. Make all seams as inconspicuous as % "Z‘ 3
2. Admixtures: Review any proposed concrete admixtures including accelerators possible, matching pattern on adjacent surfaces. Install in as large pieces as possible. e
1 to determine compatibility. | Remove glue and foreign substances, leaving flooring in a neat and clean condition. N y
2\ |
C. CARPET
o . " D. INSTALLATION ‘ . -
e 1. Concrete: Remove all wood scraps and debris from areas to receive concrete. : ; g:r;;-etj?dcﬁaq. llvlatch ej'slf]'ng anc}::laas selected bly Owner.
Convey concrete from mixer to place of final deposit by methods that will prevent 3‘ | ? I.l i n‘ lvn:y”cove. N gsgn, oppe 05 ei_quav i f
segregation or loss of materials. Place as dry as possible, and in a continuous . n? a at 'ﬁn' nsta 't?ws regu;re ueLto remodeling. Verify floors are clean and level. Do
operation until placement of section is complete. Thoroughly consolidate all concrete not install carpet with end seams. Lay seams flat and unpuckered.
X during placement. Level and trowel smooth. Do not overwork. A < D. PAINTING
@ 2. Exterior flatwork: Provide control joints to form approximate square shapes. Keep ’ ‘ . )
Wﬁil&‘ continuously moist for at least sevJen (7) days. Aftgr all free water has disappeared 1. Qeneral. Al:: paint materials selected for gach type of surface shall be the produgt of 3
from the surface: a liquid membrane-forming compound shall be applied to the single mgnu. acturer, and shall be compatible in use. .C'olors as selec@e.d by A_rchltect
surface. Provide light broom finish on all exterior concrete. 2. Pr‘eigratlon.-Venfy surfaces are ready for specified finish. Caulk all joints prior to
) painting. :
)<~ IV. WOOD 3. Approved manufacturers: Frazee/Deer-O, Dunn-Edwards, Benjamin Moore.
\ : . 4. Painting schedule:
\ % ‘ A MATERIALS :nier?or woodwortl)(: 1dco?t stain, 2 lcoa’(zs cle?r lacquerl, ligthtly Zanded af’;ler sltain. A
: g _ . ” . nterior gypsum board: 1 coat sealer, 2 coats enamel satin. Accent wall colors where
@ 1. Studs: 2x 6 an'd 2 x”4 PSS-ZO, \Aéh;t/ezxvzgci(s, stud gl;.‘ade, 16" o.c. at exterior walls. shown on the Drawings. (Total 2 accent colors.)
| & % 5\/05{ :l?::ttr?i?g 1%2 OO'S éBétaQntire exterio%fof\::%iiggs' Exterior fascia and soffit: 2 coats semi-transparent stain.
H 4' Floor joists: Ddu glas Fir No 2. Fb=1450 psi (rep), Fv=§5 psi. Exterior galvanized steel: 1 coat metal primer, 2 coats exterior enamel.
\§ 5. Fascia: Spruce S1S2E, rough-sawn exposed. ' ' -
) 6. Miscellaneous exterior trim: Pine, rough sawn, select for appearance.
! ‘~ 7. Floor sheathing: %" T&G O.S.B. Span Index Rating 40/20. Glue to supporting
members with ANAPA AFG-01 qualified adhesive. Attach with # 8 screws at 6" o.c. E. FRP WALL PROTECTION _
o : edges and 12” o.c. field, minimum 1-1/2” penetration. 1. Marlite standard FRP pebbled surface with PVC trim (Or equal) as shown on drawings.
* 3 PrROPOSED APDIT| A . Color from standard colors as selected by Owner.
L (D , e Qw0 - h B. ROUGH CARPENTRY
N ‘9 @ ) 1. Install only sound and well-seasoned members of the longest practical length. IX. SPECIALTIES
i . 2. Do not notch or drill joists, or load bearing studs without approval. '
3. Make all joints true, tight and well nailed. A. RESTROOM ACCESSORIES
‘ . 1. Submittals: Submit Product Data to Architect for review.
“3%}%"(%1@ BNSTING DELOK ' C. FINISH CARPENTRY 2. Blocking: Provide blocking for the installation of restroom accessories.
@‘U%bDN @ (A?P:\’Z-’YMgﬁﬁ 1. Miscellaneous interior trim: D select pine. 3. Acceptable manufacturers: Bobrick, Accessory Specialties, Bradley, McKinney/Parker.
' ww\,\b 4. Grab bars: 42" grab bar, Bobrick B-6206, 36" grab bar, Bobrick B-6206.
V. METALS 5. Toilet paper dispenser: Bobrick B-2888.
: 6. Soap dispenser: Bobrick B-155. As shown on drawings.
: r— s A. CHAIN LINK FENCE 7. Mirrors: Unframed. Sizes shown on drawings.
- 1. Scope
| I Contractor shall furnish all labor, materials, and equipment, and perform all B. FIRE PROTECTION SPECIALTIES
:z ; ' operations necessary for construction of chain link fences including gates to the 1. Manufacturer: Larson or equal. _ ) Q
% sizes, lines, and grades specified. Unless specified otherwise, chain link fence 2. Fire extinguishers: 2A10BC hand-portable, UL rated. Install in bracket at 42" above m S
ﬁi‘ . ,A: . -/\ . o (fabric) shall be five (5) feet in height and posts shall not be placed at more than 10- finish floor. : : o §
g{‘ @_ : foot intervals and continuous top rails shall be provided; fabric shall be placed on C. SIGNAGE o P
; outs!de of post line. It is the intent to match the existing fencing. If any of the existing 1. Submittal: Submit Product Data and Shop Drawing to Architect for approval. m £
fencing components can be salvaged and reused please note same in bid submittal. 2. Manufacturer: Contractor choice. =~ §
| 2. gzgmgtilzgmnmg work, Gontractor shall submit the following to Owner 3. fighqf: tRadius corner, unframed. Conform to ADA requirements. Colors as selected by D E g 5
. R . ' : rchifect. <
a. A list qf all mate‘ria‘l required for fence construction including manufacturer's name, 4. Size: 8"x8". m ﬁ é §
: gei\lggfglporn,tdesctn?ﬂor&, ztand related data. 5. Locations and text: “Restroom” with accessibility symbol as shown on drawings. E—q 5 g,‘g g
: . iate catalog data. [
: % 3. Materigls X. PLUMBING m Eé _§%
ﬂ/A‘( AREA R 6 TOp r”all'1-7/8” mmmzum, end posts 2-3/3” minimum, line posts 1-7/8. Set corner posts 1. Plumbing fixtures and trim: As selected by Owner. m £
) > “ g\ ?o; grecz;atr:gei?r X 24" deep concrete footings and line posts in 8” diameter x 24” deep ADA shower unit; FREEDOM SHOWERS model APFXST3838BF625 complete with seat, m 8
i‘% Chain link fgk;:gséhall 11-1/2 gauge 2-1/8” mesh ’ grah bars anq g R AT i i O §
< Posts. braces and rails shal : o Sect : o ADA lavatory: AMERICAN STANDARD model Aqualyn countertop lavatory with Heritage m
F Unles’s b e conform to Section 206-6 of the Standard speqﬂcatgons. faucet and drain. OR EQUAL
% 4 Installat?pec' led otherwise, all posts shall be sized for fabric over 72 inches in height. ADA toilet: TOTO CST744SL#01 Drake with seat. OR EQUAL |
O B - Instafiation _ , 2. Sanitary soil and vent piping shall be Schedule 40 ABS with solvent joints. Test with 10
-:’-‘; ] gham link fence shall be mstaliled in accorda_nce with standard practices. All trees, ft. static head of water. Vertical soil piping shall be cast iron where located in or near the ; N —
S rush, and other obstacles_ which interfere with construction of fencing shall be lower level. | m a8
removed or relocated as directed b_y Owner. Malleable iron post tops shall be secured 3. Domestic water piping shall be a combination of type “L” hard temper copper pipe with ,
e to posts and they shall carry top rails, unless specified otherwise. wrought fittings and 95-5 lead-free solder, and PEX type tubing with brass fittings. @) E
o e ‘ Domestic water piping below slab shall be type “K” soft temper copper pipe with no joints P —
- . o VL. THERMAL AND MOISTURE PROTECTION (or PEX tubing); provide poly sleeve. Test at 100 psi for a continuous period of 4 hours. > N
; : Provide full-opening ball valves at accessible locations for zoned shut offs. m
. A. WINDOW FLASHING 4. Flash all vents through roof with neoprene roof jack. ' m
iE " T o P 1. Material: DuPont “Flex wrap” membrane flashing or equal. ' 5. Insulate all hot water piping with ¥4 thick Armstrong “Armaflex” insulation. ] m N
\o%, @?’ 2. Installation: Caulk window flanges to framing first. Install water dam at sill of each N D
: opening. Lap jamb flashing over sill and lap head flashing over jamb pieces on flange ~ XI. MECHANICAL : Qﬁ
SPECIFICATIONS of window. Shingle all flashing and house wrap at all openings. Verify installation 1. Heating and cooling systems: Air conditioning unit add-on to existing FAU. Size ; Qf,
< \TE P{/ A]\l with Owner prior to installing windows. components per Codes. Locate exterior unit near FAU and with Owner approval. el *
= - .. GENERAL REQUIREMENTS B. INSULATION | 2 Exhaust fans: Panasonic FV-05VQ, low-sone, or equal. : [__‘ 8
?\% ;3 k? A SUMMARY OF WORK 1. Wall insulation: R-19 fiberglass batt. Prior to installation, pack all inaccessible voids with XIl. ELECTRICAL , ,4 Z
¢ . . ) . fiberglass batt insulation. : \
; ITE 1. References: 'Comply with all perti_nent standards and provisions of ’ghe Uniform ?u”tdlgg 9 Interigor sound insulation: R-11 fiberglass batts where shown on drawings. 1. Su_bmltta!s: Submit product data and cut sheets for lighting fixtures and switchgear for m a8
, . Code as published by the International Conference of Building Officials, latest adopte 3. Attic insulation: Fiberglass batt full fill. Provide a full, continuous blanket of insulation. g ovieW. . E -
Install RPZ valving at underground water service yard line near existing water edition. Comply with all pertinent codes and ordinances of Prescott, Yavapai County and 2. See electrical information on drawings. ' =
meter (@ front yard area) per C.O.P. requirements the State of Arizona. Comply with the requirements of the CDBG funding. C. SHINGLE ROOFING o R7
, 2. Inspection: Prior to installation of any Work, carefully examine installed work of other 1. Manufacturer: Tamco, Elk. Heritage Series or equal. : <C @
trades and verify work is complete to the point where pertinent installation may properly 2. Shingle: 40 year archi,tectural grade. Color as selected by architect. ‘
V 3 (E:Z’Or?;gfant(i:sﬁ' Make all field measurements necessary for the Work. 2 Eigﬁ;/go?isggig%:rfOO;Zf]E?ali shin)g[e S tto F?.Of dedeSg etat_llningF; ide all t : o g S
ALTERNATES (In order of Owner’s priorities) 4, (Ijnst.allatiogz lnrswte}l;?tl:;E;?S%(jrsr:r?tdrepcegn?u;;neiga\‘/t\{ggz in strict accordance with original for a complete system. Install f\fet:roer:: l:;erru%;r;zjﬁnng ftha.“ S. Frovice all components ;RE:(S)?':;T A!:IREQ SHELTER SERVICES < QO
esign and manu : us . Family Services '
ALTERNATE 1/Fire sprinkler system: Provide a complete fire sprinkler system : 5. Cleaning: Do not allow the accumulation of scraps and debris from any portion of the D. SIDING g S
per IFC, NFPA-24, C.O.P. and YAG standards. Include design, permitting, Work. Maintain the site in a neat and_orderly condition at all times. 1. Manufacturer: James Hardie Building Products, Inc. _ PROJECT DATA E—* m
underground fire lines, water meter upgrade as required and all permitting and 6. Security: Maintain provisions for locking the building. . 2. Siding: 7” Hardiplank smooth lap, factory primed. Install in accordance with =~ Rl
components for a complete system. Connect existing fire alarm system to new 7. Perm_;t?: ThehC)”w;er Shdag ogzlrcl)jvllng?cessary permits. The plan checks deposit and manufacturer’s instructions over synthetic house wrap. gPN !13 14-03-038B | O »2
sprinkler system permit tees shail be paid by - wner AV Prescott Chapter 16
AFI.TERNAYI'E 2/Interior walls: Install new 2x4 frame partition walls (with 8. Temporary utilities: The Owner shall provide and pay all costs for temporary power, water Vil. DOORS AND WINDOWS 730 5" St.. O] >
soundproofing insulation) to divide existing living room space. Install two new and gas during construction. Provide drinking water, toilet facilities, and fire extinguishers Prescott, AZ 86301 Al =2
3x6’-8” doors complete, one AFCI outlet @ ea bedroom side (2) and one outlet for the duration of the project. A. WINDOWS ijeq hdress g’f? b t?tfg Ssé%eg; Lﬂ E
@ hall side. Relocate existing fire alarm detector from kitchen to newly created B. MATERIAL AND EQUIPMENT 1. Approved manufacturers: Jordan, Mi windows or equal Zoning IT Frgr?tCZO’ Side 7', Rear 10’ ’ Qﬁ <
hallway under this alternate. " 1. Workmanship: Conform to all methods and operations for the best standards and ‘5 Aluminum windows: | ’ N _ , ’ |
ALTERNATE 3/Fencing: Install new 60" tall chain link fencing located at accepted practices of the trade or trades involved. Include all items of fabrication, " selected by Owgévrsérolnmsggtnedclalrc;vxésc?rls ssF,)rt:\c/-:;ggasllcyfﬁ:ergl;eonnf;?'rr;z:rr;%lseaj:{t; olor as APPLICABLE CODES , Al P

& & &

perimeter of existing playground area. Include approximately 250 lin. ft. of

construction or installation regularly furnished or required for a completed and operable

The following building codes, with amendments

fencing and three 3’ gates. Verify location with Owner. facility. . B. DOORS . “
ALTERNATE 4/Concrete paving: Remove existing concrete paving at lower 2. Personnel: All Work shall be executed by personnel who are thoroughly trained and 1. Submittal: Product data. per the adopting ordinances, shall direct construction: JOB 50| -
parking area. Install new 4" reinforced conc. slab over compacted sub grade in experienced in the types of construction involved, and the materials and techniques 2. Interior doors: Flush solid core paint grade. Paint grade wood frames to match existing. 2012International Building Code llzgngIONS 2229010

same location. Include approximately 1100 sq.ft. of replacement slab

specified.

3. Installation: Install doors square, plumb, straight and in accordance with Door and

2012 International Mechanical Code
2012 International Plumbing Code

ALTERNATE 5/Air conditioning: Install air conditioner components to existing 3. Delivery, storage and handing: Defiver all manufactured matefie’® 1o :{;2}'212:;&;983 Window Institute Standards. 2012 Intemational Fire God
FAU at west end _ i : : containers or bundles, with seals unbroken and : . _ mational Fire Code
of lower level. Inciude exterior condenser unit, cold deck at air protection for all stored materials. Replace all items damaged by handling, weather, dirt C. HARDWARE 2011 National Electrical Code

handler, refrigerant piping and all other components for a complete system.
Verify compatibility and size requirements with existing system.
ALTERNATE 6/Security system: Install a security camera system with the

or any other cause.

4. Substitutions: No substitutions will be allowed without approval of the Owner.

1. Comply with the IBC/IRC and ADAAG requirements. See plans.

2012 International Fuel Gas Code
2012 International Energy Conservation Code

cafa_city dto connect to PASS offices across the street. Provide cameras at all Il. SITE WORK VIll. FINISHES CODE/ZONING ANALYSIS
exterior doors.
A. GYPSUM BOARD AND BACKING BOARD Occupancy R3
- A. SITE DRAINAGE o 1. Panels: ASTM C36, butt edge, 1/2” at walls, 1/2” high density at ceilings (no-sag type). Type of Construction VB
1. General: Slope grade away from building . 2. Gypsum backing board at bathrooms: ASTM C630, tapered edge, water-resistant. Existing building floor area " opas
2. Make every effort to provide positive drainage away from building and from 3. Fasteners: Screws, as recommended by the panel manufacturer. Proposed addition 7
paving. Review drainage concepts with Owner prior to installing any 4. Joint system: As recommended by the panel manufacturer. Occupants (non-transient) less than 16
concrete. 5. Corner bead: Galvanized metal, square on all outside corners. Occupants (transient) less than 10
L CONCRETE 6. Texture: As selected by Owner, provide mock up for Owner approval. Allowable area 7000 A 1
. : ' Area increases (300%) 21000 £ A A
,T -~ Maximum stories allowed 2
A. GENERAL Maximum height allowed (COP) 40’

1. Conform to ACI 301, Specifications for Structural Concrete for Buildings.
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UPPER FLOOR

Remove existing 6x4 window @ east. Install new 6x4 xo window for egress from
bedroom. Install fire escape ladder with storage box beneath window.
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MAIN FLOOR
Remodel area as shown. Remove hall wall and a portion of the exterior wall.
Remove subfloor and ceiling as required to relocate plumbing system. Install new
exterior wall for new shower. Provide all components as shown.

Install exhaust fan with vent to exterior wall. Install switch near door.
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LOWER FLOOR

50
00

Install exhaust fan with vent to exterior wall. Install switch near door.

2 Install expansion tank and P&T valve with piping to exterior @ water heater
Remove existing 4x3 window and a portion of the CMU wall below. Install new
4x4 XO window for egress from bedroom
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705 Campbell Street Prescott, AZ 86301

' ROBERT BURFORD

PRESCOTT AREA SHELTER SERVICES
FAMILY SERVICES RESIDENCE * RUSH STREET
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