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NOT TO SCALE

MAYOR

TOPOGRAPHIC SURVEYOR
SHEPHARD—WESNITZER, INC.
221 N. MARINA ST. SUITE 102

CITY COUNCIL PRESCOTT, AZ 86301
SILLE ORR AARON D. BORLING, RLS
STEVE BLAIR GEOTECHNICAL ENGINEER
PHIL GOODE ENGINEERING & TESTING

CATHEY RUSING
ALEXA SCHOLL
STEVE SISCHKA

CONSULTANTS, INC.
417 N. ARIZONA AVE.
PRESCOTT, AZ 86301
MICHAEL P. WILSON, PE

UTILITY INFORMATION

COMPANY CONTACT TELEPHONE
ARIZONA PUBLIC SERVICE CO. SHERYL
6672 CORSAIR McCRACKEN (928)443-6621

PRESCOTT, ARIZONA 86301

CENTURYLINK
1445 MASONRY WAY
PRESCOTT, ARIZONA 86301

DELL W. HOWARD (702)244-7474

UNISOURCE GAS CO.
6405 WILKINSON DRIVE
PRESCOTT, ARIZONA 86301

MALI ROSS

DIANE SWIGART (928)771-7227

SPARKLIGHT
3801 TOWER ROAD
PRESCOTT, ARIZONA 86301

DOUG HAMILTON (928)443-3305

CITY OF PRESCOTT WATER AND SEWER
P.0. BOX 2059
PRESCOTT, ARIZONA 86301

ERIC BAY, PE (928)777-1130

BLUE STAKE — CALL
TWO WORKING DAYS
BEFORE YOU DIG
1—-800—STAKE-IT
outside Maricopa County

~ B CALL TWO WORKING DAYS
BEFORE YOU DIG

—800—782—-5348
/7 (OUTSIDE MARICOPA COUNTY)

NOTE: CONTRACTOR TO VERIFY LOCATION AND ELEVATION OF
EXISTING UTILITIES PRIOR TO CONSTRUCTION. CONTRACTOR IS
RESPONSIBLE FOR COORDINATING ANY NECESSARY UTILITY
RELOCATION WITH THE APPLICABLE UTILITY.

SPECIAL _NOTE:

THE CITY OF PRESCOTT STANDARD DETAILS AND SPECIFICATIONS MEET

MINIMUM DESIGN REQUIREMENTS OF THE EQUIVALENT MAG
SPECIFICATIONS AND STANDARD DETAILS.

APPROVED TRAFFIC CONTROL PLAN AND R.O.W. PERMIT MUST BE
OBTAINED FROM PUBLIC WORKS PRIOR TO BEGINNING WORK IN THE
R.O.W.

CITY OF PRESCOTT PUBLIC WORKS IS RESPONSIBLE FOR INSPECTION
OF IMPROVEMENTS IN THE R.O.W. AND DESIGNATED PUBLIC UTILITY
EASEMENTS ONLY. ALL OTHER IMPROVEMENTS (ON-SITE) SHALL BE
INDEPENDENTLY INSPECTED.

CITY OF PRESCOTT

PUBLIC WORKS DEPARTMENT
CIP# 19-010
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BASIS OF BEARING

SURVEY CONTROL IS THE CITY OF PRESCOTT  SURVEY
DATUM, ALSO BEING ARIZONA STATE PLANE ZONE, ARIZONA
CENTRAL 0202, NAD 83, NAVD 88 USING GEOID MODEL

GEOID99 (CONUS), CITY OF PRESCOTT — CONVERSION FROM STATE
PLANE:

NORTHING; (STATE PLANE X 1.000329975) - 701,456.0090

EASTING; (STATE PLANE X 1.000329975) + 69,457.2499

STATE PLANE CONVERSION FROM CITY OF PRESCOTT NORTHING:
(CITY OF PRESCOTT + 701,456.0090) X 0.999670134, EASTING:
(CITY OF PRESCOTT - 69,457.2499) X 0.999670134

REVIEWED BY
st . 5@@;&753 07/15/2020
CITY ENGINEER DATE
/
Z:,/ /%// 07/15/2020
UTILITIES MANAGER DATE

RECORD DRAWING CERTIFICATION

| HEREBY CERTIFY, TO THE BEST OF MY KNOWLEDGE, INFORMATION AND BELIEF, THAT THIS
PROJECT HAS BEEN COMPLETED IN SUBSTANTIAL CONFORMANCE WITH THE APPROVED PLANS,
SPECIFICATIONS AND REFERENCED STANDARDS, EXCEPT AS SHOWN HEREON; THAT THESE
AS—BUILT PLANS REFLECT THE POSITION OF CONSTRUCTED IMPROVEMENTS BASED ON FIELD
MEASUREMENTS; AND THAT THE MATERIALS USED IN CONSTRUCTION ARE AS SHOWN BASED ON
FIELD OBSERVATION AND TEST RESULTS.

THIS CERTIFICATION DOES NOT WARRANT MATERIALS, WORKMANSHIP, METHODS OF
CONSTRUCTION, OR OTHER ITEMS AFFECTING THE WARRANTY OF THIS PROJECT, TO THE CITY OF
PRESCOTT. USERS OF THIS INFORMATION ARE ADVISED TO OBTAIN INDEPENDENT VERIFICATION
OF ACTUAL CONDITIONS.

REGISTERED PROFESSIONAL ENGINEER (CIVIL) DATE

CITY OF PRESCOTT PUBLIC WORKS

WILDWOOD & HAISLEY

COVER SHEET

crryor PRESCOTT

FOR

COP

CHECKED BY

ACB

Es)y%} Hometrwn

PREPARED BY

CEK

Kimley»Horn

© 2020 KIMLEY—HORN &
ASSOCIATES, INC.
201 N MONTEZUMA, SUITE 206
PHONE: 928-458-7121
WWW.KIMLEY—HORN.COM

PRESCOTT, ARIZONA 86301

APPRV| DATE

CITY

REVISIONS

f/Call at least two full working days'\
before you begin excavation.

DATE

BY
ENGINEER

Dial 8-1-1 or 1-800-STAKE-IT (782-5348)
\_ In Maricopa County: (602) 263-1100

NO.

WATERMAIN REPLACEMENT

REVIEW:

19-010

CIP #:


Aric Stewart
Date

Aric Stewart
SIGN

Eric Bay
EVB Signature

Eric Bay
Text Box
07/15/2020
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1. ALL CONSTRUCTION SHALL CONFORM TO MARICOPA ASSOCIATION OF GOVERNMENTS (MAG) & CITY 19. APPROVAL OF A PORTION OF THE WORK IN PROGRESS DOES NOT GUARANTEE ITS FINAL
OF PRESCOTT (COP) CONSTRUCTION STANDARDS & SPECIFICATIONS. LATEST REVISIONS, UNLESS ACCEPTANCE. TESTING AND EVALUATION MAY CONTINUE UNTIL THE WRITTEN FINAL ACCEPTANCE
SPECIFICALLY APPROVED BY THE CITY AND MODIFIED ON THE PLANS, IN CONJUNCTION WITH THE OF A COMPLETE AND WORKABLE UNIT.

LATEST REVISIONS OF THE MARICOPA ASSOCIATION OF GOVERNMENTS STANDARD SPECIFICATIONS 20. THE CITY OF PRESCOTT MAY SUSPEND THE WORK BY WRITTEN NOTICE WHEN, IN ITS JUDGEMENT,
AND DETAILS (MAG STANDARDS UNLESS SPECIFICALLY MODIFIED ON THE PLANS. PROGRESS IS UNSATISFACTORY, WORK BEING DONE IS UNAUTHORIZED OR DEFECTIVE, WEATHER

2. IT SHALL BE E CONTRACTOR'S RESPONSIBILITY TO OBTAIN COPIES OF MAG AND CITY OF CONDITIONS ARE UNSTABLE, OR THERE IS A DANGER TO THE PUBLIC HEALTH AND SAFETY.
PRESCOTT STANDARDS AND SPECIFICATIONS AS WELL AS ALL OTHER STANDARDS AND 21. ALL OBSTRUCTIONS IN THE RIGHT OF WAY SHALL BE REMOVED BEFORE ANY CONSTRUCTION IS
SPECIFICATIONS NECESSARY TO COMPLETELY AND ACCURATELY INTERPRET THESE PLANS. PERMITTED.

3. ALL PLANS SIGNED BY THE CITY ENGINEER ARE NULL AND VOID ONE YEAR FROM DATE OF 22. REMOVAL OF STRUCTURES AND OBSTRUCTIONS AS NECESSARY TO COMPLETE THE WORK, OTHER
SIGNATURE IF CONSTRUCTION HAS NOT STARTED. RESUBMITTAL AND REVIEW SHALL BE REQUIRED, THAN SPECIFICALLY SCHEDULED IN THE BID, IS INCIDENTAL TO THE CONTRACT. NO SEPARATE
AFTER ONE YEAR. MEASUREMENT OF OR PAYMENT FOR UNSCHEDULED REMOVAL ITEMS WILL BE MADE.

4, ALL QUANTITIES SHOWN ON THE PLANS ARE APPROXIMATE, ARE NOT VERIFIED BY THE PUBLIC 23. CLEARING AND GRUBBING IS CONSIDERED INCIDENTAL TO THE WORK UNLESS SPECIFICALLY
WORKS DIRECTOR, AND ARE FURNISHED SOLELY FOR THE CONTRACTOR’S CONVENIENCE. THEY DO IDENTIFIED IN THE BID SCHEDULE. NO SEPARATE MEASUREMENT OF OR PAYMENT FOR CLEARING
NOT NECESSARILY CORRESPOND TO BID SCHEDULE ITEMS. PAYMENT SHALL BE BASED ON BID AND GRUBBING, AND TREE REMOVAL, WILL BE MADE. THE SITE OF ALL EXCAVATION,

SCHEDULE ITEMS FOR ACTUAL QUANTITIES PROVIDED AND INSTALLED. THE CONTRACTOR SHALL EMBANKMENTS, AND FILLS SHALL FIRST BE CLEARED OF STUMPS, TRASH, WEEDS, RUBBISH,
NOT BE RELIEVED OF HIS RESPONSIBILITY FOR INDEPENDENTLY ESTIMATING WORK QUANTITIES TOPSOIL, AND LOOSE BOULDERS WHICH SHALL BE REMOVED AND DISPOSED OF. PRIOR TO BIDDING
PRIOR TO BIDDING. THE CONTRACTOR MUST SATISFY HIMSELF REGARDING THE CHARACTER OF THE SUBSOILS TO

5. CITY OF PRESCOTT PUBLIC WORKS DEPARTMENT PERMID%) WILL BE REQUIRED FOR ALL OFF-SITE INCLUDE THE AMOUNT OF LOAM, CLAY, SAND, QUICKSAND, HARDPAN, GRAVEL, ROCK, WATER, AND
CONSTRUCTION AND CONSTRUCTION WITHIN THE PUBLIC RIGHT OF ALL OTHER MATERIAL TO BE ENCOUNTERED AND WORK TO BE PERFORMED.

6. IT IS THE SOLE RESPONSIBILITY OF THE CONTRACTOR TO OBTAIN, AT HIS OWN EXPENSE, SUCH 24, THE CONTRACTOR SHALL GUARD AGAINST DAMAGE DURING CONSTRUCTION TO EXISTING
PERMITS AS ARE REQUIRED FROM THE APPROPRIATE AGENCIES. PROPERTIES AND IMPROVEMENTS. ANY ITEMS DAMAGED BY THE CONTRACTOR’S ACTIVITIES SHALL

7. THE PUBLIC WORKS DEPARTMENT SHALL BE NOTIFIED A MINIMUM OF 24 HOURS PRIOR TO BE REPLACED IN KIND OR BETTER AT THE CONTRACTOR’S EXPENSE.

BEGINNING ANY CONSTRUCTION IN THE PUBLIC RIGHT OF WAY. 25. THE CONTRACTOR SHALL KEEP SUITABLE EQUIPMENT ON HAND AT THE JOBSITE FOR

8. ANY WORK PERFORMED WITHOUT THE KNOWLEDGE AND APPROVAL OF THE PUBLIC WORKS MAINTENANCE DUST CONTROL, AND SHALL CONTROL DUST AS DIRECTED BY THE APPROPRIATE
DIRECTOR AND/OR ALL WORK MATERIALS NOT IN CONFORMATION WITH THE PLANS AND AGENCY.

SPECIFICATIONS IS SUBJECT TO REMOVAL AND REPLACEMENT AT THE CONTRACTOR’S EXPENSE. 26. STREET AND TRAFFIC SIGNS SHALL BE RELOCATED BY THE CONTRACTOR IF NECESSARY, AT THE

9. A THOROUGH ATTEMPT HAS BEEN MADE TO SHOW THE LOCATION OF ALL UNDERGROUND DIRECTION OF THE PUBLIC WORKS DIRECTOR.

OBSTRUCTIONS AND UTILITY LINES IN THE WORK AREA. THE ENGINEER AND THE CITY OF 27. BACKFILL COMPACTION SHALL BE TYPE 1 (MAG SECTION 601) UNLESS OTHERWSE NOTED.
PRESCOTT WILL NOT GUARANTEE ANY LOCATIONS OR ELEVATIONS OF EXISTING UNDERGROUND 28. AGGREGATE BASE COURSE SHALL NOT BE PLACED ON SUBGRADE UNTIL SUBGRADE REQUIREMENTS
UTILITIES SHOWN ON THESE PLANS. THE CONTRACTOR SHALL BE RESPONSIBLE AND SHALL NOT HAVE BEEN ACHIEVED.

BE RELIEVED OF RESPONSIBILITY FOR MAKING A COMPLETE AND ACCURATE ON-SITE 29. NO PAVING CONSTRUCTION SHALL BE STARTED UNTIL ALL UNDERGROUND UTILITIES WITHIN THE
DETERMINATION OF THE LOCATIONS, MATERIAL, AND SIZE OF ALL UTILITIES, STRUCTURES, AND ROADWAY PRISM ARE VERIFIED FOR DETAIL CONFORMANCE, COMPLETED AND TESTED (TO INCLUDE
FIELD CONDITIONS WHICH MAY AFFECT THE PROGRESS OF THE WORK. THE CONTRACTOR SHALL BE BUT NOT LUIMITED TO) SEWER TESTING, LOW AIR TESTING OF MAIN LINE AND SERVICES, TRACE
RESPONSIBLE FOR ANY DAMAGE TO STRUCTURES AND UTILITIES ENCOUNTERED DURING WIRE TESTING, DEFLECTION TESTING AND VERIFICATION OF MANHOLES CONFORMING TO COP DETAIL
CONSTRUCTION AND SHALL FIELD EXPOSE EXISTING UNDERGROUND UTILITIES PRIOR TO TRENCHING 420P. WATER TESTING CHLORINATION/DISINFECTING OF MAIN LINE AND SERVICES, PRESSURE

IN THEIR VCINITY. TESTING, TRACE WIRE TESTING AND VERIFICATION OF VALVE BOXES CONFORMING TO COP DETAIL

10. THE CONTRACTOR IS REQUIRED TO CONTACT BLUE STAKE (I—BOD—STAKEIT) A MINIMUM OF TWO 391P.

WORKING DAYS 4-8) HOURS PRIOR TO COMMENCEMENT OF CONSTRUCTION. THE APPROPRIATE 30. ALL ASPHALT CONCRETE PAVEMENT SHALL BE PER APPLICABLE MAG SPECIFICATIONS AS
UTILITY COMPANIES SHALL BE NOTIFIED BY THE CONTRACTOR PRIOR TO ANY CONSTRUCTION. AMENDED BY THE CITY OF PRESCOTT. ASPHALT CONCRETE MIX DESIGN SHALL BE SUBMITTED TO

11. THE CONTRACTOR SHALL BE RESPONSIBLE FOR COORDINATING THE RELOCATION AND/OR SUPPORT THE PUBLIC WORKS DIRECTOR OR HIS DESIGNEE FOR APPROVAL PRIOR TO START OF
OF ALL UTILITIES, POWER POLES, ETC., THAT MAY BE NECESSARY. CONSTRUCTION.

12. THE CONTRACTOR SHALL BE RESPONSIBLE FOR SUBMITTING TO THE PUBLIC WORKS DEPARTMENT 31.  ALL UTILITY FRAMES, COVERS, VALVE BOXES, MANHOLES, ETC. SHALL BE ADJUSTED TO FINISH
FOR APPROVAL, TRAFFIC CONTROL PLANS PRIOR TO BEGINNING CONSTRUCTION. THE CONTRACTOR ASPHALT GRADE AFTER PLACEMENT OF SURFACE COURSE BY THE CONTRACTOR PER COP
SHALL DETERMINE AND SUBMIT FOR APPROVAL THE EXACT SIGNING AFFIC CONTROL DEVICES STANDARD DETAILS.

NECESSARY AND ALL TRAFFIC CONTROL WORK SHALL BE IN ACCORDANCE WITH THE LATEST 32. ACCEPTANCE OF THE COMPLETED PAVING STRUCTURES WILL NOT BE GIVEN UNTIL REPRODUCIBLE
REVISIONS THEREOF. NO STREET IS TO BE CLOSED, RESTRICTED, OR CONSTRUCTED UPON UNTIL A "AS—BUILT” PLANS HAVE BEEN SUBMITTED BY THE CONTRACTOR AND APPROVED BY THE CITY.
TRAFFIC CONTROL PLAN IS PREPARED BY THE CONTRACTOR AND SUBMITTED TO THE PUBLIC 33. ALL CONCRETE TO BE AT LEAST 3000 PSI CLASS "A” PORTLAND CEMENT CONCRETE, UNLESS
WORKS DIRECTOR ONE WEEK IN ADVANCE FOR REVIEW AND APPROVAL. OTHERWISE SPECIFIED ON THE PLANS, SPECIFICATIONS, OR IN STANDARD DETAILS.

13. I(\)E(F)’EI(I?IF(’;RI(I)\I-IES%EEERTGSENCY AGENCIES SHALL BE NOTIFIED A MINIMUM OF 24 HOURS PRIOR TO ANY 34, %DI(E;EELRESCONCRETE STRUCTURES TO HAVE A % CHAMFER UNLESS OTHERWISE SPECIFIED ON

14. THE CONTRACTOR SHALL BE RESPONSIBLE FOR CONSTRUCTION SURVEYING AND LAYOUT WITH 35. CONCRETE SURFACES TO HAVE A BROOM FINISH UNLESS OTHERWISE NOTED ON THE PLANS.
CONTROL PROVIDED BY THE DESIGN ENGINEER OR HIS DESIGNEE. 36. ALL EXPANSION JOINTS TO BE SEALED WITH %° EXPANSION JOINT, PRE-FORMED JOINT FILLER

15. THE CONTRACTOR IS RESPONSIBLE FOR QUALITY CONTROL MEASURES SUFFICIENT TO PRODUCE AND SEALER, IN ACCORDANCE WITH MAG SECTION 729.

MATERIALS AND WORKMANSHIP OF ACCEPTABLE QUALITY. PRIOR TO CONSTRUCTION THE 37. DRIVEWAY ENTRANCES WILL BE LOCATED AS SPECIFIED ON THE PLANS UNLESS MODIFIED IN THE
CONTRACTOR SHALL SUBMIT A QUALITY CONTROL PLAN. THE CONTRACTOR AT HIS OWN EXPENSE FIELD BY THE ENGINEER. ALL DRIVEWAY ENTRANCES SHALL BE CONSTRUCTED OVER 6" THICK
SHALL PROVIDE AN INDEPENDENT GEOTECHNICAL FIRM TO PERFORM QUALITY CONTROL TESTING AGGREGATE BASE COURSE PER MAG SPECIFICATION 702 AND COMPACTED TO 95% OF STANDARD
SUCH AS SOILS AND CONCRETE TESTING, AND FULL TIME ASPHALTIC CONCRETE LAYDOWN PROCTOR DENSITY, UNLESS OTHERWISE NOTED.

COMPACTION TESTING AND ADEQUATE PLANT CONTROL FOR EACH PAVING DAY. THE CITY, BY 38. ALL DISTURBED FENCES SHALL BE REPLACED IN KIND. CONTRACTOR SHALL EXTEND FENCE
SEPARATE CONTRACT, WILL BE RESPONSIBLE FOR QUALITY ASSURANCE TESTING AS IT MAY DEEM REPLACEMENT TO THE CLOSEST UPRIGHT SUPPORT NECESSARY FOR STABILITY.

NECESSARY. 39. MAILBOXES SHALL BE REMOVED AND REINSTALLED AS DIRECTED BY THE U.S. POSTAL SERVICE

16. THE CONTRACTOR WILL BE RESPONSIBLE FOR ALL COSTS OF TESTING AND INSPECTION, INCLUDING AND THE CITY OF PRESCOTT TEMPORARY LOCATIONS SHALL BE PER U.S.P.S.

THE PRESENCE OF CITY INSPECTORS, REQUIRED AT NIGHT OR ON WEEKENDS. 40. NO JOB WILL BE CONSIDERED COMPLETE UNTIL ALL CURBS, PAVEMENT, AND SIDEWALKS HAVE

17. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL RE-—WORK AND/OR REMOVAL AND BEEN SWEPT CLEAN OF ALL DIRT AND DEBRIS.

REPLACEMENT OF ALL MATERIALS REPRESENTED BY FAILING TESTS OR SUBSTANDARD 41. THE CONTRACTOR SHALL WARRANT ALL WORK FOR A MINIMUM TWO YEAR PERIOD AFTER FORMAL
WORKMANSHIP. ACCEPTANCE OF THE WORK BY THE CITY.

18. THE CONTRACTOR SHALL IMPLEMENT BEST—HOUSE—KEEPING MEASURES, AND EROSION AND
SEDIMENT CONTROL MEASURES, TO PREVENT THE TRANSPORT OF CONSTRUCTION MATERIALS INTO
DRAINAGE INLETS, STORM DRAIN MANHOLES, UTILITY STRUCTURES, OR ONTO ADJACENT STREETS
AND PROPERTIES.
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1. ALL WORK SHALL CONFORM TO MARICOPA ASSOCIATION OF GOVERNMENTS 25. ALL MATERIALS & PRODUCTS THAT COME INTO CONTACT WITH DRINKING
MAGP & CITY OF PRESCOTT (COP) CONSTRUCTION STANDARDS & WATER OR DRINKING WATER TREATMENT CHEMICALS MUST COMPLY WITH NSF
PECIFICATIONS, WHICH ARE ON FILE IN THE OFFICE OF THE CITY ENGINEER. STANDARD 61. ANY 'OR EQUAL’ SUBSTITUTION SHALL ALSO MEET NSF
2. ALL EXISTING FRAMES COVERS, VALVE BOXES, & MANHOLES SHALL BE STANDARD 61.
EITHER REPLACED OR ADJUSTED TO FINISH GRADE DEPENDING ON PLAN 26. ALL TRENCHES & BEDDING SHALL BE PER COP DETAIL 200P & TECHNICAL
CALL OQUT UPON COMPLETION OF PAVING, UTILITY, OR RELATED SPECIFICATIONS.
CONSTRUCTION. 27. ALL MATERIALS USED IN THE INSTALLATION OF WATER MAINS SHALL BE
ANY QUANTITIES SHOWN ON PLANS ARE NOT VERIFIED BY THE PUBLIC PURSUANT TO AAC R—-18—4 & SHALL BE NSF APPROVED FOR POTABLE
WORKS UTILITIES DIRECTOR. WATER.
ACCEPTANCE OF THE COMPLETED WORK WILL NOT BE GIVEN UNTIL 3 MIL 28. ALL REVISIONS TO ORIGINAL PLANS MUST BE APPROVED BY THE PUBLIC
MYLAR & CAD FORMAT DIGITAL 'AS—BUILT PLANS ON CITY OF PRESCOTT WORKS DIRECTOR PRIOR TO CONSTRUCTION.
SURVEY DATUM & COORDINATES HAVE BEEN SUBMITTED & SEALED BY A 29. ALL DUCTILE IRON, COPPER, & BRASS FITTINGS SHALL BE ENCASED IN
REGISTERED PROFESSIONAL ENGINEER AND APPROVED BY THE PUBLIC POLYETHYLENE PROTECTIVE WRAPPING IN ACCORDANCE WITH MAG SECTION
WORKS DEPARTMENT. 610.5 UNLESS COUNTERINDICATED BY GEOTECHNICAL CORROSIVITY TESTING
CITY OF PRESCOTT PUBLIC WORKS UTILITIES SHALL BE NOTIFIED A MINIMUM OF BEDDING AND SHADING MATERIALS & APPROVED BY THE PUBLIC WORKS
OF 24 HOURS PRIOR TO THE START OF ANY WORK. DIRECTOR.
ALL WORK & MATERIALS WHICH DO NOT CONFORM TO THE SPECIFICATIONS 30. WATER LINES SHALL BE INSTALLED WITH MECHANICAL RESTRAINTS WHERE
ARE SUBJECT TO REMOVAL & REPLACEMENT AT THE CONTRACTOR’S JOINT RESTRAINTS IS REQUIRED.
EXPENSE. 31. WATER SERVICE INTERRUPTION NOTICES SHALL BE GIVEN TO AFFECTED
7. ANY WORK PERFORMED WITHOUT THE KNOWLEDGE OF THE CITY INSPECTOR RESIDENTS BY THE CONTRACTOR AT HIS EXPENSE. ADVANCE NOTIFICATION
OR HIS REPRESENTATIVE IS SUBJECT TO REMOVAL & REPLACEMENT AT THE REQUIREMENTS MUST BE APPROVED BY THE PUBLIC WORKS DIRECTOR PRIOR
CONTRACTOR'S EXPENSE. TO SCHEDULING A SHUTDOWN.
8. THE CONTRACTOR SHALL PROVIDE SUFFICIENT MEN, EQUIPMENT, & MATERIAL 32. WATER MAIN TAPS, SERVICE TAPS, SHUTDOWN REQUESTS, AND METER
ON THE JOB AT ALL TIMES DURING CONSTRUCTION TO COMPLY WITH REQUESTS MUST BE INITIATED WITH THE CITY INSPECTOR A MINIMUM OF 5
SPECIFICATIONS & TO COMPLETE THE WORK. WORKING DAYS IN ADVANCE.
9. CIP INSPECTION TO BE DONE BY THE CITY OF PRESCOTT PUBLIC WORKS
DEPARTMENT OR THEIR REPRESENTATIVE. PRIVATE DEVELOPMENTS SHALL
PROVIDE FOR INDEPENDENT 3RD PARTY INSPECTIONS.
10. CONTRACTOR TO NOTIFY PROJECT ENGINEER 72 HOURS (3 WORKING DAYS)
g\ITA'I(ITN/éNCE OF CONSTRUCTION TO SCHEDULE CONSTRUCTION CONTROL
11. THE CONTRACTOR IS TO UNCOVER ALL EXISTING LINES BEING TIED INTO AND
VERIFY GRADES, MATERIAL, SIZE & ELEVATIONS BEFORE COMMENCING
CONSTRUCTION & ORDERING MATERIALS.
12. IT IS THE CONTRACTOR’S RESPONSIBILITY TO LOCATE ALL UNDERGROUND
PIPELINES, TELEPHONE & ELECTRICAL CONDUITS & STRUCTURES IN ADVANCE
OF ANY CONSTRUCTION & OBSERVE ALL POSSIBLE PRECAUTIONS TO AVOID
ANY DAMAGE TO SUCH. THE ENGINEER &:/OR OWNER WILL NOT GUARANTEE
SNMELOCATIONS AS SHOWN ON THESE PLANS, OR THOSE OMITTED FROM
13. CONTRACTOR SHALL NOTIFY 'BLUE STAKE’ AT 1—-800-STAKEIT
1—-800-782—-5348) AT LEAST 48 HOURS PRIOR TO CONSTRUCTION.
14. CONTRACTOR SHALL VERIFY ALL QUANTITIES SHOWN & MAKE HIS BID BASED
UPON THOSE VERIFICATIONS. IF ANY DISCREPANCY IN QUANTITIES IS FOUND,
THE CONTRACTOR SHALL NOTIFY THE ENGINEER AS SUCH.
15. égITSIL\IEADD\FIIF"I'ﬁRTMENT OF ENVIRONMENTAL QUALITY REQUIREMENTS MUST BE
16. ARIZONA DEPARTMENT OF ENVIRONMENTAL QUALITY REQUIREMENTS SHALL
APPLY WHEN MORE STRINGENT THAN THE MAG OR CITY OF PRESCOTT
STANDARD SPECIFICATIONS FOR PUBLIC WORKS CONSTRUCTION.
17. ALL PLANS SIGNED BY THE CITY ARE NULL & VOID ONE YEAR FROM DATE
OF SIGNATURE IF CONSTRUCTION HAS NOT STARTED AND/OR IS NOT
ACTIVELY PROGRESSING.
18. PROJECT CONTRACTOR SHALL BE RESPONSIBLE FOR SUBMITTING TRAFFIC
CONTROL PLANS WHICH SHALL BE MADE A PART OF THE PLAN REVIEW
REQUEST TO THE CITY ENGINEER FOR APPROVAL.
19. ALL WATER LINES & APPURTENANCES SHALL BE PROVIDED WITH TRACE
WIRE PER CITY STANDARD DETAIL. TRACE WIRE SHALL BE SUBJECT TO A
TRACEABILITY TEST, EASILY ACCESSIBLE, & ANY DEFICIENCIES SHALL BE
CORRECTED PRIOR TO PAVING. THE TRACE WIRE SHOULD BE TESTED AND
SUBMITTED AS A PACKAGE WITH THE TESTING PACKET.
20. WATER—SEWER SEPARATION SHALL BE PURSUANT TO AAC R-18-5-502C.
21. WATER MAINS SHALL BE SUBJECT TO A PRESSURE & LEAKAGE TEST IN
ACCORDANCE WITH AWWA C-600 STANDARD.
22. WATER MAINS SHALL BE DISINFECTED IN ACCORDANCE WITH ADE,Q
ENGINEERING BULLETIN NO. 8 'DISINFECTION OF WATER SYSTEMS'.
23. OPERATION OF VALVES TO BE DONE BY CITY PERSONNEL ONLY.
24, DUCTILE IRON PIPE TO BE INSTALLED PER MANUFACTURER’S REQUIREMENTS.
ALL MATERIALS USED IN THE INSTALLATION OF DUCTILE IRON PIPE SHALL
BE PURSUANT TO AAC R-18-4.
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AB AGGREGATE BASE H HEIGHT RT RIGHT

ABC AGGREGATE BASE COURSE INV INVERT R RADIUS

AC ASPHALTIC CONCRETE LI LANDSCAPE ISLAND R/W RIGHT—OF—-WAY

BP BEGIN PROJECT LT LEFT RDWY ROADWAY

C CONCRETE LF LINEAR FEET SHT SHEET

0] CENTERLINE M.A.G. MARICOPA ASSOCIATION SM SURVEY MARKER

CONST CONSTRUCTION OF GOVERNMENTS SS SANITARY SEWER

COMM  COMMUNICATION MH MANHOLE ST STREET

DET DETAIL MIN MINIMUM STA STATION

DP DRIVE PATH N NORTHING STD STANDARD

E EASTING NO NUMBER STRUCT STRUCTURAL

EA EACH P PAVEMENT SW SIDEWALK

ELEV ELEVATION PC POINT OF CURVE TBC TOP OF CURB

EP END PROJECT PCC PORTLAND CEMENT CONCRETE TELE TELEPHONE

EXIST EXISTING Pl POINT OF INTERSECTION TEMP TEMPORARY

FC FACE OF CURB POB POINT OF BEGINNING TOP TOP OF PIPE

FH FIRE HYDRANT POE POINT OF ENDING TYP TYPICAL

FL FLYLINE PT POINT OF TANGENT WL WATER LINE

FT. FEET QC QUAD CITY

oL GAS LINE

10.

1.

12,

13.

14.

15.

16.

ALL GRADING SHALL CONFORM TO THE CURRENT CITY ADOPTED EDITION OF THE
INTERNATIONAL BUILDING CODE, AND CITY OF PRESCOTT LAND DEVELOPMENT CODE
(REFERENCE CITY OF PRESCOTT STANDARD SECTIONS).

ALL PROVISIONS OF THE PRELIMINARY SOILS REPORT PREPARED BY
DATED — SHALL BE COMPLIED WITH
DURING OPERATIONS.

THIS PLAN IS FOR GRADING PURPOSES ONLY. APPROVAL OF THIS PLAN DOES NOT
CONSTITUTE APPROVAL OF DRIVEWAY LOCATIONS OR SIZES, PARKING LOT LAYOUT,
SEWER AND WATER FACILITIES, BUILDING LOCATIONS, OFF—SITE DRAINAGE FACILITIES
OR OTHER ITEMS NOT RELATED DIRECTLY TO THE BASIC GRADING OPERATION.

CERTIFICATION FROM THE REGISTERED CIVIL ENGINEER AND SOILS/GEOLOGICAL
ENGINEER STATING THAT THE ROUGH GRADING HAS BEEN COMPLETED PER THE
APPROVED PLAN, AND A COMPACTION REPORT FROM THE SOILS ENGINEER ON ANY
EIELIIN(?ITSEQSEI;HAT ARE REQUIRED SHALL BE PROVIDED PRIOR TO BUILDING PERMITS

PARTIES NAMED ON ADEQS NOTICE OF INTENT (N.O.l.) ARE RESPONSIBLE FOR
EROSION, DUST, MUD, SILT, DEBRIS, AND TEMPORARY DRAINAGE CONTROL DURING
GRADING OPERATIONS AND MAY BE REQUIRED TO PROVIDE A SWPPP.

ANY ON—SITE RETAINING WALLS WILL REQUIRE APPROVAL AS PART OF THESE PLANS.
ANY NECESSARY RETAINING WALLS ON THE PERIMETER_OF THIS SITE MAY BE
REQUIRED TO BE IN PLACE AND APPROVED BY THE CITY BUILDING DEPARTMENT
PRIOR TO THE START OF GRADING. A SEPARATE PLAN WITH REQUIRED STRUCTURAL
CALCULATIONS MAY BE REQUESTED FOR RETAINING WALLS.

ANY INFRASTRUCTURE CONSTRUCTED IN THE PUBLIC RIGHT OF WAY WILL REQUIRE
SEPARATE PLAN APPROVAL AND INSPECTION FROM THE CITY ENGINEER.

ANY WALLS, FENCES, STRUCTURES AND/OR APPURTENANCES ADJACENT TO THIS
PROJECT SHALL BE PROTECTED IN PLACE. IF GRADING OPERATIONS DAMAGE OR
ADVERSELY AFFECT SAID ITEMS IN ANY WAY, THE CONTRACTOR AND/OR DEVELOPER
IS RESPONSIBLE FOR WORKING OUT AN ACCEPTABLE SOLUTION TO THE SATISFACTION
OF THE AFFECTED PROPERTY OWNER(S).

THE CONTRACTOR /DEVELOPER IS RESPONSIBLE FOR ENSURING THAT RETAINING WALLS
DO NOT INTERFERE WITH PROVISION OF UTILITIES. WALLS MUST BE CONSTRUCTED ON
SITE AND OUTSIDE OF THE RIGHT OF WAY. THIS SHALL INCLUDE THE FOOTINGS.

IT IS THE CONTRACTOR'S RESPONSIBILITY TO ENSURE THAT COMPACTION HAS BEEN
ATTAINED ON THE ENTIRE GRADING SITE IN ACCORDANCE WITH THE GENERAL
ENGINEERING PLAN, INCLUDING FILL AREAS OQUTSIDE THE BUILDING PADS AND ON ALL
FILL SLOPES, AND SHALL BE CERTIFIED BY THE SOIL'S ENGINEER.

CITY APPROVAL OF PLANS DOES NOT RELIEVE THE DEVELOPER FROM THE
RESPONSIBILITY FOR CORRECTION OR ERROR OR OMISSION DISCOVERED DURING
CONSTRUCTION. UPON REQUEST, THE REQUIRED PLAN REVISIONS SHALL BE
PROMPTLY SUBMITTED TO THE CITY ENGINEER FOR APPROVAL.

IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO CALL THE CITY ENGINEER'S
OFFICE AT (928) 777—-1140 FOR ANY REQUIRED CIVIL INSPECTION 24 HOURS PRIOR
TO PERFORMING ANY WORK. WORK PERFORMED WITHOUT CALLING FOR INSPECTION
MAY BE REJECTED AND, IF REJECTED, SHALL BE REMOVED SOLELY AT THE
CONTRACTOR'S EXPENSE.

NO_GRADING SHALL COMMENCE WITHOUT OBTAINING A GRADING PERMIT AND
NOTIFYING THE CITY OF PRESCOTT OR DEVELOPER'S GRADING INSPECTOR TO
a%I;EKDULE A PREGRADING MEETING TWO WORKING DAYS PRIOR TO THE START OF

PRIOR TO THE START OF GRADING ALL SWPPP MEASURES SHALL BE IN PLACE, ALL
DEBRIS, INCLUDING EXISTING STRUCTURES, FOOTINGS, FOUNDATIONS AND RUBBLE
SHALL BE REMOVED FROM THE SITE TO THE SATISFACTION OF THE SOILS ENGINEER.

AFTER REMOVAL OF DEBRIS, ANY EXISTING FILL OR DISTURBED NATURAL SOILS SHALL
BE EXCAVATED TO THE SATISFACTION OF THE SOILS ENGINEER.

THE EXPOSED SOILS SHALL THEN BE INSPECTED BY THE SOILS ENGINEER, AND ANY
ADDITIONAL OVER—EXCAVATION SHALL THEN BE MADE IN ACCORDANCE WITH THE
SOILS ENGINEER'S RECOMMENDATIONS AND AS CONTAINED IN THE SOIL'S REPORT.

17.

18.

19.

20.

21.

22.

23.

24,
25.

26.

27.

THE EXPOSED SOILS SHALL THEN BE SCARIFIED TO PROVIDE A BOND WITH NEW FILL,

BROUGHT TO PROPER MOISTURE CONTENT AND COMPACTED TO AT LEAST 90% OF 1.

THE MAXIMUM DENSITY, AS DETERMINED BY ASTM D1557—78 OR EQUIVALENT
COMPACTION SHALL BE OBTAINED BY METHODS SPECIFIED BY THE SOILS
ENGINEER. ROAD PRISM SUBGRADE SHALL BE COMPACTED TO AT

LEAST 95% STANDARD OR MODIFIED PER SOILS ENGINEER'S RECOMMENDATIONS.

THE SOILS AND DESIGN ENGINEER OF RECORD SHALL ALSO BE RESPONSIBLE TO
INSPECT, VERIFY AND REPORT THAT PROPER COMPACTION HAS BEEN OBTAINED BY

EARTHWORK CONTRACTOR OR SUBCONTRACTOR AND PRIVATE UTILITY FRANCHISES 2.

CONCERNING UTILITY LINE BACKFILL, TO INCLUDE ELECTRICAL, GAS, CABLE, FIBEROPTIC
AND LANDSCAPE IRRIGATION LINES. ADDITIONALLY, WATER AND SEWER LINES TO BE
BACKFILLED AND COMPACTED IN_ACCORDANCE WITH GENERAL ENGINEERING

REQUIREMENTS SECTION AND DETAIL. 3.

AN AS—GRADED GRADING PLAN AND THE CERTIFICATION OF COMPLIANCE FORMS FOR
SAID GRADING PLAN WITH THE PROPER STAMPS AND SIGNATURES ARE TO BE
SUBMITTED TO THE CITY ENGINEER PRIOR TO RELEASE OF GRADING BOND AND PRIOR
TO FINAL GRADING INSPECTION. BUILDING PAD CERTIFICATION SHALL BE SUBMITTED

TO THE BUILDING DEPARTMENT WHEN REQUESTED. 4.

NO FILL SHALL BE PLACED UNTIL STRIPPING OF VEGETATION, REMOVAL OF
UNSUITABLE SOILS, AND INSTALLATION OF SUBDRAINS (IF ANY) HAVE BEEN
INSPECTED AND APPROVED BY THE SOILS ENGINEER.

ENGINEER MUST SET GRADE STAKES FOR ALL DRAINAGE DEVICES AND OBTAIN
INSPECTION BEFORE POURING.

GRADING SHALL NOT BE STARTED WITHOUT FIRST NOTIFYING CITY PUBLIC WORKS

INSPECTION DEPARTMENT. A PRE—GRADING MEETING ON THE SITE IS REQUIRED S.

BEFORE BEGINNING GRADING ACTIVITIES BY THE FOLLOWING PEOPLE PRESENT:
OWNER, GRADING CONTRACTOR, DESIGN CIVIL ENGINEER, SOIL ENGINEER/GEOLOGIST,
PUBLIC WORKS INSPECTOR, AND WHEN REQUIRED, THE ARCHAEOLOGIST AND
PALEONTOLOGIST. THE REQUIRED INSPECTIONS FOR GRADING WILL BE EXPLAINED AT

THE PRE—CONSTRUCTION MEETING. 6.

ALL EXISTING FILLS SHALL BE APPROVED AND CERTIFIED BY THE SOILS ENGINEER OR

REMOVED PRIOR TO PLACING ADDITIONAL FILLS. 7.

ALL TRENCH BACKFILLS SHALL BE TESTED AND APPROVED BY THE SOIL ENGINEER.

THE COMPACTION REPORT AND APPROVAL FROM THE SOIL ENGINEER SHALL INDICATE
THE TYPE OF FIELD TESTING PERFORMED. EACH TEST SHALL BE IDENTIFIED WITH THE
METHOD OF OBTAINING THE IN—PLACE DENSITY, WHETHER SAND CONE OR NUCLEAR
GAUGE, AND SHALL BE SO NOTED FOR EACH TEST.

EXPORT SOIL MUST BE TRANSPORTED TO A LEGAL DUMP OR TO A PERMITTED SITE
SHOWN CLEARLY ON APPROVED PLANS.

ALL EXISTING DRAINAGE COURSES THROUGH THIS SITE SHALL REMAIN OPEN UNTIL
FACILITIES TO HANDLE STORM WATER ARE APPROVED AND FUNCTIONAL; HOWEVER, IN
ANY CASE, THE PERMITTEE SHALL BE HELD LIABLE FOR ANY DAMAGE DUE TO
OBSTRUCTING NATURAL DRAINAGE PATTERNS.

COP STANDARD DETAIL

NOTES

GRADING AND DRAINAGE

A COPY OF THE APPROVED GRADING AND DRAINAGE PLAN FOR THIS PROJECT AND
EROSION AND SEDIMENT CONTROL (ESC) PLAN OR STORM WATER POLLUTION
PREVENTION PLAN (SWPPP) SHALL BE MAINTAINED ON THE SITE AND AVAILABLE FOR
REVIEW. THOSE ELEMENTS OF THE GRADING AND DRAINAGE PLAN PERTINENT TO OR
REFERENCED ON THE SWPPP SHALL BE CONSIDERED A PART OF THE SWPPP.

THE ESC/SWPPP AND RELATED RECORDS MUST BE MADE AVAILABLE UPON REQUEST
TO ADEQ AND THE CITY OF PRESCOTT.

THE IMPLEMENTATION OF THESE PLANS AND THE CONSTRUCTION, MAINTENANCE,
REPLACEMENT, AND UPGRADING OF THESE FACILITIES IS THE RESPONSIBILITY OF THE
PERMITTEE /CONTRACTOR UNTIL ALL CONSTRUCTION IS APPROVED AND A NOTICE OF
TERMINATION HAS BEEN SUBMITTED.

THE SCHEMATIC EROSION CONTROL MEASURES SHOWN ON THE PLANS ARE A MINIMUM.
THE CONTRACTOR SHALL PROVIDE ALL NECESSARY MEANS TO PROTECT EXISTING
FACILITIES AND ADJACENT PROPERTIES FROM NOISE, DUST, AND STORM WATER
RUNOFF THROUGHOUT CONSTRUCTION OF THE PROJECT AND BUILDINGS ON LOTS, AND
SHALL CONDUCT HIS OPERATIONS IN SUCH A MANNER THAT STORM WATER WILL BE
CONTAINED ON SITE OR CHANNELED INTO A STORM DRAIN SYSTEM, PROVIDED THAT IT
IS FREE FROM POLLUTANTS AND DEBRIS.

CONTRACTOR SHALL PERMANENTLY STABILIZE ALL DISTURBED SLOPES AS STATED ON
APPROVED CONSTRUCTION PLANS. ALL EROSION CONTROL STRUCTURES SHALL REMAIN
IN PLACE UNTIL EXPOSED SLOPES HAVE BEEN PERMANENTLY STABILIZED.

CONTRACTOR SHALL TAKE MEASURES TO PREVENT OR MINIMIZE THE GENERATION,
EMISSION AND/OR TRANSPORT OF FUGITIVE DUST FROM CONSTRUCTION ACTIVITIES.

THIS PLAN SHALL BE IN EFFECT UNTIL ALL DISTURBED AREAS ARE PERMANENTLY
STABILIZED, TRANSFERRED TO NEW OWNERSHIP, OR DEVELOPED UNDER FUTURE PLANS
WITH A NEW NOTICE OF INTENT (NOI), SWPPP, AND PERMIT. ONCE THE CONSTRUCTION
ACTIVITIES HAVE BEEN COMPLETED AND THE SITE HAS MET THE FINAL STABILIZATION
REQUIREMENTS OF THE PERMIT, THE AUTHORIZED SITE REPRESENTATIVE MAY FILE A
NOTICE OR TERMINATION (NOT) WITH ADEQ, WITH A COPY SUBMITTED TO THE CITY OF
PRESCOTT ENGINEERING DIVISION TO TERMINATE COVERAGE UNDER THE PERMIT.

A CONCRETE WASHOUT SHALL BE INSTALLED FOR ALL PROJECTS THAT PROPOSE
CONCRETE TO BE MIXED ON SITE OR BE DELIVERED FROM A BATCH PLANT. THE
CONCRETE WASHOUT SHALL BE LOCATED A MINIMUM OF FIFTY (50) FEET FROM ANY
DRAINAGE INFRASTRUCTURE OR NATURAL DRAINAGE FEATURES OR WATER BODIES AND
INCORPORATE AN IMPERMEABLE LINER TO CONTAIN THE REQUIRED VOLUME. ALL DRIED
CONCRETE WASTE SHALL BE BROKEN INTO MANAGEABLE PIECES AND DISPOSED OF
OFF—SITE AT AN APPROVED FACILITY.
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ALL WORK SHALL CONFORM TO MARICOPA ASSOCIATION OF GOVERNMENTSV&_MAG) &

CITY_OF PRESCOTT ?COP CONSTRUCTION STANDARDS & SPECIFICATIONS ICH ARE

ON FILE IN THE OFFICE OF THE CITY ENGINEER.

ALL EXISTING FRAMES, COVERS, VALVE BOXES, & MANHOLES SHALL BE EITHER

REPLACED OR ADJUSTED TO FINISH GRADE DEPENDING ON PLAN CALL OUT UPON

COMPLETION OF PAVING, UTILITY, OR RELATED CONSTRUCTION.

ANY QUANTITIES SHOWN ON PLANS ARE NOT VERIFIED BY THE PUBLIC WORKS

UTILITIES DIRECTOR.

ACCEPTANCE OF THE COMPLETED WORK WILL NOT BE GIVEN UNTIL 3 MIL MYLAR &

CAD FORMAT DIGITAL 'AS—BUILT _PLANS ON CITY OF PRESCOTT SURVEY DATUM &

COORDINATES HAVE BEEN SUBMITTED & SEALED BY A REGISTERED PROFESSIONAL

ENGINEER AND APPROVED BY THE PUBLIC WORKS DEPARTMENT.

CITY OF PRESCOTT PUBLIC WORKS UTILITIES SHALL BE NOTIFIED A MINIMUM OF 24

HOURS PRIOR TO THE START OF ANY WORK.

ALL WORK & MATERIALS WHICH DO NOT CONFORM TO THE SPECIFICATIONS ARE

SUBJECT TO REMOVAL & REPLACEMENT AT THE CONTRACTOR'S EXPENSE.

ANY WORK PERFORMED WITHOUT THE KNOWLEDGE OF THE CITY INSPECTOR OR HIS

REPRESENTATIVE IS SUBJECT TO REMOVAL & REPLACEMENT AT THE CONTRACTOR’S

EXPENSE.

THE CONTRACTOR SHALL PROVIDE SUFFICIENT MEN, EQUIPMENT, & MATERIAL ON_THE

JOB AT ALL TIMES DURING CONSTRUCTION TO COMPLY WITH SPECIFICATIONS & TO

COMPLETE THE WORK.

CIP INSPECTION TO BE DONE BY THE CITY OF PRESCOTT PUBLIC WORKS DEPARTMENT

OR THEIR REPRESENTATIVE. PRIVATE DEVELOPMENTS SHALL PROVIDE FOR

INDEPENDENT 3RD PARTY INSPECTIONS.

CONTRACTOR TO NOTIFY PROJECT ENGINEER 72 HOURS (3 WORKING DAYS? IN

ADVANCE OF CONSTRUCTION TO SCHEDULE CONSTRUCTION CONTROL STAKING.

THE CONTRACTOR IS TO UNCOVER ALL EXISTING LINES BEING TIED INTO AND VERIFY

GRADES, MATERIAL, SIZE & ELEVATIONS BEFORE COMMENCING CONSTRUCTION &

ORDERING MATERIALS.

IT IS THE CONTRACTOR’S RESPONSIBILITY TO LOCATE ALL UNDERGROUND PIPELINES,

TELEPHONE & ELECTRICAL CONDUITS & STRUCTURES IN ADVANCE OF ANY

CONSTRUCTION & OBSERVE ALL POSSIBLE PRECAUTIONS TO AVOID ANY DAMAGE TO

SUCH. THE ENGINEER &/OR OWNER WILL NOT GUARANTEE ANY LOCATIONS AS SHOWN

ON THESE PLANS, OR THOSE OMITTED FROM_SAM

CONTRACTOR SHALL NOTIFY 'BLUE STAKE' AT 1— 800 STAKEIT (1—-800-782-5348)

AT LEAST 48 HOURS PRIOR TO CONSTRUCTION.

CONTRACTOR SHALL VERIFY ALL QUANTITIES SHOWN & MAKE HIS BID BASED UPON

THOSE VERIFICATIONS. IF ANY DISCREPANCY IN QUANTITIES IS FOUND, THE

CONTRACTOR SHALL NOTIFY THE ENGINEER AS SUC|

éI(?)IITP)IUEDD\IFIIDTI“-IRTMENT OF ENVIRONMENTAL QUALITY REQUIREMENTS MUST BE

ARIZONA DEPARTMENT OF ENVIRONMENTAL QUALITY REQUIREMENTS SHALL APPLY

WHEN MORE STRINGENT THAN THE MAG OR CITY OF PRESCOTT STANDARD

SPECIFICATIONS FOR PUBLIC WORKS CONSTRUCTION; MORE SPECIFICALLY WHERE

THEY PERTAIN TO MAXIMUM ALLOWABLE SEWER LINE/PRESSURE SEWER LINE

EXFILTRATION—INFILTRATION RATES.

ALL PLANS SIGNED BY THE CITY ARE NULL & VOID ONE YEAR FROM DATE OF

SIR;ON(?RI-EJSRSI-:INI(I; CONSTRUCTION HAS NOT STARTED AND/OR IS NOT ACTIVELY

PROJECT CONTRACTOR SHALL BE RESPONSIBLE FOR SUBMITTING TRAFFIC CONTROL

PLANS WHICH SHALL BE MADE A PART OF THE PLAN REVIEW REQUEST TO THE CITY

ENGINEER FOR APPROVAL.

WATER—SEWER SEPARATION SHALL BE PURSUANT TO AAC R—18-5-502C.

ALL TRENCHES & BEDDING SHALL BE PER COP DETAIL 200P & TECHNICAL

SPECIFICATIONS.

ALL REVISIONS TO ORIGINAL PLANS MUST BE APPROVED BY THE PUBLIC WORKS

DIRECTOR PRIOR TO CONSTRUCTION. ANY UNAPPROVED REVISIONS ARE SUBJECT TO

REMOVAL & REPLACEMENT AT CONTRACTOR'S EXPENSE.

SEWER FORCE MAIN LINES SHALL BE DESIGNED AND CONSTRUCTED OF A MATERIAL

SUITABLE FOR SANITARY SEWER PRESSURE PIPE AS APPROVED BY THE CITY

ENGINEER. SEWER LINES SHALL BE PRESSURE TESTED TO A MINIMUM OF 50 PSI

ABOVE DESIGN WORKING PRESSURE AT THE LOWEST POINT IN THE SYSTEM FOR A

MINIMUM OF 4 HOURS IN ACCORDANCE WITH AAC R18-9.

SEWER LINE LOW PRESSURE AIR TESTS SHALL BE DONE ON 100% OF ALL LINES

AFTER PLACEMENT OF BACKFILL TO PAVEMENT SUBGRADE. TEST EACH SEGMENT OF

EE REIgEETIS_INE FOR LEAKAGE USING THE APPLICABLE METHOD BELOW AND RECORD

23A. "STANDARD TEST METHOD FOR INSTALLATION OF ACCEPTANCE OF PLASTIC

GRAVITY SEWER LINES USING LOW—PRESSURE AIR, F1417—92(1998)"
PUBLISHED BY THE AMERICAN SOCIETY FOR TESTING AND MATERIALS.

24,

26.

27.

28.

SEWER MANHOLES EXFILTRATION TESTS SHALL BE DONE ON 100% OF ALL MANHOLES.
VACUUM TESTING IN ACCORDANCE WITH CITY STANDARDS MAY BE USED IN LIEU OF
EXFILTRATION TEST. THE CONTRACTOR SHALL TEST EACH MANHOLE USING ONE OF
THE FOLLOWING TEST PROTOCOLS:
24A. WATERTIGHTNESS TESTING BY FILLING THE MANHOLE WITH WATER. THE
CONTRACTOR SHALL ENSURE THAT THE DROP IN WATER LEVEL
FOLLOWING PRESOAKING DOES NOT EXCEED 0.00034 OF THE TOTAL
MANHOLE VOLUME PER HOUR.
24B. NEGATIVE AIR PRESSURE TESTING USING THE "STANDARD TEST METHOD
FOR CONCRETE SEWER MANHOLES BY NEGATIVE AIR PRESSURE T$VACUUM)
TEST, C1244—02e1(2002), PUBLISHED BY THE AMERICAN SOCIETY FOR
TESTING AND MATERIALS. THIS MATERIAL IS INCORPORATED BY
REFERENCE & DOES NOT INCLUDE ANY LATER AMENDMENTS OR EDITIONS
OF THE INCORPORATED MATERIAL, & MAY BE VIEWED AT THE ARIZONA
DEPARTMENT OF ENVIRONMENTAL QUALITY, 1110 W. WASHINGTON,
PHOENIX, AZ. 85007, OR OBTAINED FROM THE AMERICAN SOCIETY FOR
TESTING & MATERIALS INTERNATIONAL, 100 BAR HARBOR DRIVE, WEST
CONSHOHOCKEN, PA 19428-2959.
SEWER LINE DEFLECTION TESTS WITH AN APPROPRIATELY SIZED MANDREL SHALL BE
DONE ON 100% OF ALL NON—RIGID PIPE LINES.
THE_CONTRACTOR SHALL PERFORM A MVISUAL INSPECTION OF ALL SEWER MAINS AND
LATERALS INSTALLED WITHIN THE CITY'S COLLECTION SYSTEM UTILIZING A SEWER
CCTV SYSTEM AFTER COMPLETE BACKFILL AND COMPACTION BUT BEFORE INSTALLING
ANY PORTION OF THE PAVEMENT STRUCTURAL SECTION. THE INSPECTION SHALL
COMPLY WITH THE CITY'S VIDEO ACCEPTANCE PROCEDURE. THE CONTRACTOR SHALL
PROVIDE 72 HOURS ADVANCE NOTICE FOR CITY STAFF TO BE PRESENT DURING THE
VIDEO OPERATION AND SHALL PROVIDE THE CITY A VIDEO DVD AND HARD COPY OF
THE INSPECTION REPORT UPON COMPLETION.
COVER EACH SEWER LINE WITH AT LEAST 3 FEET OF EARTH COVER MEETING THE
REQUIREMENTS "TRENCH EXCAVATION, BACKFILLING, & COMPACTION” (SECTION 601)
REVISED 2004, PUBLISHED BY THE MARICOPA ASSOCIATION OF GOVERNMENTS; &
"RIGID_PIPE BEDDING FOR SANITARY SEWERS” (WWM 104) REVISED JULY 2002,
PUBLISHED BY PIMA COUNTY WASTEWATER MANAGEMENT.
PRESSURE SEWER MAINS AND SERVICE LATERALS (LPS SHALL BE SUBJECT TO A
PRESSURE & LEAKAGE TEST IN ACCORDANCE WITH AWWA-C—600 STANDARD. TEST
PRESSURE SHALL BE A MINIMUM OF 100 PSI, OR 50 PSI OVER WORKING PRESSURE,
WHICHEVER IS GREATER. TESTING SHALL BE DONE AFTER BACKFILL TO SUBGRADE.
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EXISTING WATER LINE EXISTING COMM STRUCTURE
EXISTING SANITARY SEWER LINE EXISTING GAS METER
EXISTING CABLE UTILITIES EXISTING TRANSFORMER
EXISTING COMMUNICAITON LINE EXISTING WATER METER
EXISTING UNDERGROUND ELECTRIC EXISTING WATER VALVE
EXISTING UNDERGROUND UTILITY CONDUIT EXISTING FIRE HYDRANT
EXISTING GAS LINE EXISTING MANHOLE
o PROPERTY LINE R EXISTING ELECTRIC POLE
—————————————————————————————— SETBACK /EASMENT EXISTING SIGN
EXISTING MAILBOX
— —  SAWCUT LINE
@ SURVEY BENCHMARK
4" W DIP PROPOSED 4" WATER LINE
8" W DIP PROPOSED 8" WATER LINE

REMOVE PCCP

REMOVE AC PAVEMENT

| : a 4. 4 EXISTING CONCRETE
LS PROPOSED ABC PAVEMENT
PROPOSED CHIP SEAL
‘ 4 2. 4 | PROPOSED CONCRETE

PROPOSED AC TRENCH
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Point # | Northing Easting Elevation | Description | Station Offset A
BASIS OF BEARING 1 603197.97 | 589715.19 | 5422.87 CPR 11+73.07 0.00° S ‘
+
SURVEY CONTROL IS THE CITY OF PRESCOTT SURVEY ~ END WILDWOOD DRIVE
DATUM, ALSO BEING ARIZONA STATE PLANE ZONE, ARIZONA CONSTRUCTION €
CENTRAL 0202, NAD 83, NAVD 88 USING GEOID MODEL EP: 17+05.16
GEOID99 (CONUS), CITY OF PRESCOTT - CONVERSION FROM STATE N: 602835.74
PLANE: E: 589747.58

NORTHING; (STATE PLANE X 1.000329975) - 701,456.0090

EASTING; (STATE PLANE X 1.000329975) + 69,457.2499

STATE PLANE CONVERSION FROM CITY OF PRESCOTT NORTHING:
(CITY OF PRESCOTT + 701,456.0090) X 0.999670134, EASTING:
(CITY OF PRESCOTT - 69,457.2499) X 0.999670134
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SURVEY CONTROL POINTS

DEERFIELD ROAD STA: 16+39.33 =
DEERFIELD EASEMENT STA: 10+00.00

R=300.00’
L=64.78" /

Point # | Northing Easting Elevation | Description | Station Offset
1 580726.29 | 601090.51 | 5617.76 CP T3 30+20.30(124.65'RT
2 580936.23 | 600781.44 | 5583.90 CP D5 17+82.87| 6.16'LT
3 581002.20 | 600812.04 | 5579.34 CP D4 18+52.72| 19.38'RT
4 581353.30 | 600982.95 | 5568.05 CP D1 22+87.32| 7.10'LT
5 581337.00 | 601121.71 | 5563.63 CP D2 [24+28.44| 7.05'LT
6 581283.26 | 601185.21 | 5566.13 CP D3 [25+09.70| 10.22'LT
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/ EME
/ Nr

TANGLEWOOD EASEMENT
CONSTRUCTION ¢

411%5.82

N: 580689.96
E: 601119.03

S54°50'00"E

N: 580707.00
E: 601270.19
S3510°00°W
29.9%3'

N: 581011.38
E: 600794.25

E: 600951.25

EP: 11+84.92
N: 580904.06

— —
— —
— —

19400  N12112007E

— —
—
—
—
— —
—
—
—
—

166.76’ 5

Q]

________ T
———————— S
DEERFIELD EASEMENT 2 \ .
CONSTRUCTION ¢ \ <

~N

~

- \
v

\\
\ ~

EP: 11+63.38
N: 581084.56 COMMON AREA
E: 600940.32 \

BASIS OF BEARING

SURVEY CONTROL IS THE CITY OF PRESCOTT  SURVEY
DATUM, ALSO BEING ARIZONA STATE PLANE ZONE, ARIZONA
CENTRAL 0202, NAD 83, NAVD 88 USING GEOID MODEL
GEOID99 (CONUS), CITY OF PRESCOTT - CONVERSION FROM STATE
PLANE:

NORTHING; (STATE PLANE X 1.000329975) - 701,456.0090

EASTING; (STATE PLANE X 1.000329975) + 69,457.2499

STATE PLANE CONVERSION FROM CITY OF PRESCOTT NORTHING:
(CITY OF PRESCOTT + 701,456.0090) X 0.999670134, EASTING:
(CITY OF PRESCOTT - 69,457.2499) X 0.999670134

\

CONSTRUCTION € & | ”
3711
ST
. ) 2 N ,
S68'07°00"E__ |
\ 112.86" R ,’

EX. 16.0

UTILITY &

FIR aS
E TRUCK EASEMENT

DEERFIELD ROAD

| N

\/

GRAPHIC SCALE IN FEET
0 20 40 8|O

f/Call at least two full working days'\
before you begin excavation.
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Kimley»Horn

© 2020 KIMLEY—HORN &
ASSOCIATES, INC.
201 N MONTEZUMA, SUITE 206
PHONE: 928-458-7121
WWW.KIMLEY—HORN.COM

PRESCOTT, ARIZONA 86301

APPRV| DATE

CITY

REVISIONS

DATE

BY
ENGINEER

Dial 8-1-1 or 1-800-STAKE-IT (782-5348)
\_ In Maricopa County: (602) 263-1100

NO.
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19-010

CIP #:
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FILE NAME&PATH: K:\PRS_ROADWAY\091345019—SMALL WATERMAIN\CADD\12—SHEETS\PROJECT 1

LI—
\ \ Bl ol A -
[Q\
\ \ [ ————\— ~WOODSIDE DR o | N
| fe £\ IS ENH o] e
89 WILDWOOD DR 2 Je = 2 5 |2
OWNER: HALEY LEIGH P % O 5 o |5 &
L?r | REVOCABLE TRUST o) @ E
5 Y. PROPERTY | APN: 115—02-055 \ 2
LINE\ %)
\ % -
: 87 WILDWOOD DR o~ <
OWNER: RASCH—KNIGHT O = O
KARIN SOLE & SEPARATE = o
\ ) TRUST RASCH KARIN FKA o=
EX. 4 DIP EX. UNDERGROUND \ APN: 115-02-056 = N o,
WATERLINE - EOWER )| — ",
/" (INSTALLED 1980) | \ = < - =
WILDWOOD DRIVE EX. POWER | I <
CONST. ¢ ~ PEDESTAL
WILDWOOD DRIVE o3 =0
OWNER: YAVAPAI COUNTY — 0 14
PUBLIC WORKS ) e ey Se e Sl o
APN: 800—17—056B ] EX. EDGE OF e ==
< EX. 2” GALVANIZED DRIVEWAY "\ " o=
3 WATERLINE KEY MAP &\ - 0 Z
) o) 0
/ %5 (INSTALLED 1980) WILDWOOD DRIVE 01, N.T.S. o ;
WILDWOOD DRIVE 01 STA: 1040000 025 >~ CONSTRUCTION € - 5 =2 o
: = PH2 =
PH1 \p; N eSS T o bt ek - REMOVAL NOTES >
\/-"\ DIP 4" W-DIP Wi AR \4'"W~BtP\ 4" W.DIP - = ;
2 T B =0 > — S
‘——ﬁ§5 ———————— Toe T T T T T T T T T T T T T H il W i S e ~ir=i) Al NO DESCRIPTION
S o = ~ \\‘
< N h O PH3 = ~
WARNING! EXISTING L = &S 20 TR S 4/\ —_ (1) |REMOVE EXISTING WATER LINE
GAS LINE ? = L= GAS LINE EX. PROPERTY LINE
——————— oERTT T T T T T R S S R N r~ Izt (3) |REMOVE EXISTING VALVE -
< ~ X—@ S
W | o _/\/\\ - E S
> EX. TELEPHONE LINE _7\ (4) |REMOVE EXISTING WATER METER BOX AND SERVICE ®) g
or EX. CTV LINE < LINE TO EXISTING WATER MAIN o
EX. EDGE OF O =
Q ROADWAY V7
Q m b
O = .
;| O EX. PROPERTY Q: N U
Q§ J LINE CONSTRUCTION NOTES &é\ﬁ
O
~ \EX. EDGE OF 83 WILDWOOD DR NO DESCRIPTION Fe g\
> ROADWAY OWNER: LOWE JOHN A & S 3.
BRIDGET W RS 4” FULLY RESTRAINED CLASS 350 DIP WATER LINE ol VIR
APN: 115-02-054 85 WILDWOOD DR PER MAG SPEC 610. TRENCH BACKFILL PER QUAD E v oW
— <C
OWNER: HAYDEN FAMILY CITY STD DTL 200Q—1 @) o
o
o e o s 4" X 4” FLANGED TAPPING SLEEVE WITH 4" MJ il
: VALVE PER QUAD CITY STD DTL 340Q—1
WATER SERVICE CONNECTION PER CITY OF PRESCOTT
/ STD DTL 316P
4” BEND PER PLAN (NPI)
TRAFFIC RATED BLOW—OFF PER CITY OF PRESCOTT
5440 ......................................................................................................................................................................................................................................................................................................................................................................................................... 5440 STD DTL 318P, TRAFFlc AREAS
[9] | AGGREGATE BASE COURSE SURFACE REPLACEMENT
......................................................................................................................................................................................................................................................................................................................................................................................................... PER QUAD CITY STD DTL 200Q—1 (MATCHING COLOR) c
PROPOSED 4” GATE VALVE ASPHALT PAVEMENT SURFACE REPLACEMENT PER D
0438 STA:10+04.12 5438 QUAD CITY STD DTL 200Q-1 =) z Wit
......................................................................................................................................................................................................................................................................................................................................................................................................... e
OFF:1.98'RT T 24579
INSTALL FULL CIRCLE REPAIR CLAMP =02k
________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________ AN PR3
> 2<R<l7
EX. COMM LINE (STA:10+01. 85) EX. GROUND @ PIPE § WATER SERVICE CONNECTION WITH TRAFFIC RATED <gp o
5436 EX, CTV.LINE. (STA:10+4+01.07) / 5436 METER BOX PER CITY OF PRESCOTT STD DTL 316P m gg%'(;%g
................................................................................................................................................................................................................................................................................................................................................................................................... —_— 5%2985E
0
EX: POWER LINE (STA: 1O+0P2H323 _ _ : : _ _ _ CROSS LOT CONNECTION, MUNICIPEX PIPE E o fgﬁ
........................................ EX"'G'AS LINE (STA 1o+o142)z .- 8
: PH #1\ _ = ; ; ; : : : : SHEET NOTES ¥
O | S STA:10+02.77... . & 2434 | 1. ALL EXISTING PROPERTY CORNERS SHALL BE =
: OFF:1.77'RT PROTECTED IN PLACE. IF DISTURBED IT IS THE S|,
TAPPING SLEVE AND VALVE CONTRACTOR’S RESPONSIBILITY TO REPLACE. £
.................................................. CONNECT. TO .EXISTING 2
4” WATER LINE 2. ANY EXISTING LANDSCAPE FEATURES SHALL BE o
1.80° VERTICAL DEFLECTION (DN) PROTECTED IN PLACE OR REPLACED IN KIND.
5432 ........................................................................................................... S PR raro e I 5432
STSF;O; 23 ,‘;’? § STA: 11+08.71 3. DEPTH TO CROWN OF WATERLINE CONNECTION ASSUMED
11.25" HORIZONTAL BEND. (LT) ; : ; OFF:2.50°RT ; TO BE 4.0'. CONTRACTOR TO FIELD VERIFY DEPTH OF
............................................... 1O.VERTICALDEFLECTION(DN) 1‘71.VERT'CAL"\EI)\EFIE-EEC\-/H%EZ(QDZNg WATERL'NE CONNECT'ON.
5430 INV ELEV: 5432.84 STA:10+27.39 . STA:10+73.16 ; e ' 5430 | 4 DEPTH TO CROWN OF DRY UTILITIES ASSUMED TO BE
........................................................................................................ OFFZSORTOFF‘Z’SORT- 20' CONTRACTOR TO FIELD VERIFY DEPTH OF DRY
1. 16‘ VERTICAL DEFLECTION (UP) 0.51" VERTICAL DEFLECTION (DN) 3 : UTILITIES.
| INV ELEV:5431.87 | INV ELEV: 5430.56 | : \ |
........................................ EXCOMM LlNE_/xEXZWATERMAlN F ; 5‘ STAT'ON AND OFFSETS ARE BASED OFF OF W”_DWOOD m
: : : : (STA: 10+77.53) (STA:10+81.97) - DRIVE 01 CONSTRUCTION €. =
5428 CEX. CTV LINE (STA:10+79.52 PH #2 { 5428 %
....................................................................................................................................................................................... ()STA11+2245 6. BUILDING FOOTPRINT BASED OFF OF AERIAL IMAGERY. 2
EX POWER LINE (STA:10+79.74) SERVICE CONNECTION : STA:11+30.95 CONTRACTOR TO VERIFY FIELD CONDITIONS. [
PH #3~ EX. GAS LINE (STA:10+81.97) : OFF: 2.50'RT ; ; o
........................................................................................................................................................................................................................... PH #2STA 11+27. 45 BLOW_OFF VALVE 7- EXlSTlNG PR'VATE SERV'CE CoNNECTlONS, SHOWN FOR
- - - : SERVICE CONNECTION INV ELEV:5427.78 : REFERENCE ONLY. CONTRACTOR TO VERIFY LOCATION IN
5426 | ... H TYPE TOP | DEPTH(FT) | NORTHING | EASTING EG AT D A N | i 5426 FIELD.
1 aWTR 433.93 3.83 603174.81 | 589408.56 | 437.76 | DIP 4 \
................. 1 bGAS 434.81 2.90 603175.28 | 589408.74 | 437.71 | STEEL 2 GRAPHIC SCALE IN FEET
1 cELEC 434.80 2.91 603176.26 | 589409.19 | 437.71 | HDPE 2 O:‘:Euo
................. 2 aGAS 429.27 4.50 603270.70 | 589449.00 | 433.77 | STEEL S PETEE TR OO OO ORR PPN
HORIZONTAL N
2 aWTR 429.10 4.50 603270.12 | 58944821 | 433.60 | STEEL 2 /Call at tonst two Tall working dav2) =
................. 3 ELEC 43021 344 60327008 58945072 43365 PVC 2 O 1 2 4 beforeyou':’eglnexcavatlon = %
ADD 5000' TO ALL TOP AND EG :Ed' e
- O
=
VERTICAL Dial 8-1-1 or 1-800-STAKE-IT (782-5348) L)
10+00 11+00 klan Maricg:)a County: (602) 263-1100 ) czj

WATERMAIN REPLACEMENT

REVIEW:

19-010

CIP #:
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LI
// NG J—\ L‘_\ S L w\l_,jﬁj o o
[Q\
o / [ ————\— ~WOODSIDE DR = .
& / ' . ~_ |O
o 0 1/l |@ Sal|l <12
\ @ 81 WILDWOOD DR 4 > C 0 Q? Eb 170
OWNER: WALKER LAWRENCE R EX. TREE / D) S = =0 |
& VICKI MASTRIANI RS _\ / Z 0 5 > |8 o
APN: 115—02—050 / e) @ il
/ P
\ EX. TREE—\ %
WILDWOOD DRIVE o <
CONST. ¢ S S 5
EX. PROPERTY LINE = u 0o
O
= ST R
- |\ 5 2 L LLl
Q EX. 2” GALVANIZED EX. COMM LINE = - =
< WATERLINE ' | & <
WARNING! EXISTING EX. CTV LINE
O e 4" bip EX. EDGE OF ROADWAY GAS LINE (INSTALLED 1980) , 0¥ ; e
@) WATERLINE — 14
o
© (INSTALLED 1980) _ _ _ _ e O A N N _\_____Fx POWER LINE- _@T _________________ tle) N
> ,, O QN
R EX. 2" GAS LINE m L] O =
Z e " m> KEY MAP @&\ o ; o
m S o1 A it NTs o 3T
, (35 |75 [5s Lo . SER-
: i x . 7
WILDWOOD DRIVE STA: et — = — P 01 ©Q o3 ”+£O R R 2 - < -
13+48.92 = = JIt o T DT T 4 WP ] SRRy REMOVAL NOTES - S
e 00 [5}1.25° "ol === T T AFWDIP T N e T Sz O =
WILDWOOD DRIVE 02—\ W  _ \ A5/~ o m—— N Qo T T T e WDIR T N e e =
STA: 10+00.00 /7/ _ ] e O N WD e =3 NO DESCRIPTION
/// e e T e e e T T ﬁ(j)
\ H3 e SR S == Y @ REMOVE AND REPLACE EXISTING TRENCH DRAIN
PHA—~\ ¥
N W oWooB BRNVE 0m T T T T T T T T T T T T T TTT T T T T T T T T T T T T T T T T T T T (3) |REMOVE EXISTING VALVE -
’ o
CONSTRUCTION € - 3
WARNING! EXISTING 77 WILDWOOD DR (4) |REMOVE EXISTING WATER METER BOX AND SERVICE O § y
GAS LINE OWNER: HAYDEN MARK V LINE TO EXISTING WATER MAIN o
\ FAMILY REV LIVING TRUST @)
\ APN: 115—02—047A @ ABANDON EXISTING WATER LINE IN PLACE o
T |®
=N -s
VR
\ . EDGE OF ROADWAY 73 WILDWOOD DR m :
OWNER: MCELFRESH KENNETH CONSTRUCTION NOTES Q.4 X
CHARLES & GAIL PATRICIA \ = g\
RS (BD) EX. PROPERTY LINE \ NO DESCRIPTION S SO
APN: 115—02—049 ol Ve
4” FULLY RESTRAINED CLASS 350 DIP WATER LINE - iy
PER MAG SPEC 610. TRENCH BACKFILL PER QUAD It © O
\ CITY STD DTL 200Q—1 ) &
o
OWNER: YAVAPAI " " " o
COUNTY \ 4” X 4” FLANGED TAPPING SLEEVE WITH 4" MJ
APE-UBSL(l)CC:) V¥3R%SSGB % \ VALVE PER QUAD CITY STD DTL 340Q-1
: - o \ WATER SERVICE CONNECTION PER CITY OF PRESCOTT
STD DTL 316P
4” BEND PER PLAN (NPI)
[9] | AGGREGATE BASE COURSE SURFACE REPLACEMENT
......................................................................................................................................................................................................................................................................................................................................................................................................... PER QUAD C|TY STD DTL ZOOQ_‘] (MATCH'NG COLOR)
ASPHALT PAVEMENT SURFACE REPLACEMENT PER
5430 ................................................................................. T T T T L T L L L R H R R 5430 QUAD C|TY STD DTL ZOOQ_‘] E
. (e}
PROPOSED 4" GATE VALVE 3 5
U ESTATORITI0A INSTALL FULL CIRCLE REPAIR CLAMP =) z wgt3
OFF: 10.45'RT o 9u3EhS
: BLOW—OFF PER CITY OF PRESCOTT STD DTL 318P A\ 127288
: - ) F<O
S48 | ] J .......................................................................................................................... T N .. 5428 NON—TRAFFIC AREAS Q ;E%%&)i
: : : : : : : : : >.§_m S
: : : : EX GROUND @ PIPE : : : : SE=" S
EX. COMM LINE (STA:10+16.24) : : : : : 2 : : : : CROSS LOT CONNECTION, MUNICIPEX PIPE (D) §§§g§§
........................................ —_— 5825EE
EX. POWER L|NE§(STA:10+15.82)A 3 3 3 3 3 | | | E o ZWES
B426| B/ E T ST ST TS T TP T T TP T TP T O T T T T U RO Oet bt DTS P T T TS NPT U TP T T O T T U TP T T T T U T OO T T T TP TSP TR D TP T N U O T PPN PO PSP E P UOTUPIOY: FUUORTSPIPETIPRPTOY 5426 SHEET NOTES —
EX. CTV LINE (STA:10¥16.01) N/
: A 1. ALL EXISTING PROPERTY CORNERS SHALL BE
: o PROTECTED IN PLACE. IF DISTURBED IT IS THE N
e I T S CONTRACTOR’S RESPONS'B”_'TY TO REPLACE, z
5424 : T% 12 LF OF 4" DIP : : = : : : : : 5424 | 2. ANY EXISTING LANDSCAPE FEATURES SHALL BE =16
........................................ STA:1O+15’50.~O PROTECTED |N PLACE OR REPLACED |N KlND_ %
- OFF:10.86' ; 5 5 < 5 5 5 5 5 <
L OFF:10.86RT : : : : : : : : 3. DEPTH TO CROWN OF WATERLINE CONNECTION ASSUMED
....................... TAPPING . SLEEVE . AND. VALVE. ./ o e T e ,
4" WATER LINE ; OFF. 7. 69°RT ; _ _ _ _ WATERLINE CONNECTION.
5422 . ; ; : : ; ; ; 54292
.................. 218VERTICALDEFLECT{ON(DN):'\}VZSELE\g)@igyg%LBEND(LT) 4. DEPTH TO CROWN OF DRY UTILITIES ASSUMED TO BE
: : : : : ' . : : : 2.0’. CONTRACTOR TO FIELD VERIFY DEPTH OF DRY
_____________________________________________________________________________________________________________________________________________________________________________________________ I L UTILITIES.
DIP
5. STATION AND OFFSETS ARE BASED OFF OF WILDWOOD
LA - | B N 5420 DRIVE 02 CONSTRUCTION €. 0
: : : : : : : 6. BUILDING FOOTPRINT BASED OFF OF AERIAL IMAGERY. o
T T | CONTRACTOR TO VERIFY FIELD CONDITIONS. %
5 5 5 5 5 5 5 T . _ >
: : : : : : STA:11+56.75 : : 7. EXISTING PRIVATE SERVICE CONNECTIONS, SHOWN FOR o
A B R SERVICE CONNECTION /.. ... \3TA11+6627 ________________________ 5418 REFERENCE ONLY. CONTRACTOR TO VERIFY LOCATION IN
: : : : : : : OFF:1.94'RT : FIELD.
: : : : : : STA:114+61.75 - :
' ' ' : : : SERVICE CONNECTION ﬁ,"\?vél_g\%ﬁ%"gg ' N
ST B 5416 GRAPHIC SCALE IN FEET
0 5 10 20
......................................................................................................................................................................................................................................................................................................................................................................................................... o — :
f/Call at least two full working days'\ H
......................................................................................................................................................................................................................................................................................................................................................................................................... before you begin excavation. e e
0 1 2 4 L]
B b2
=
VERTICAL Dial 8-1-1 or 1-800-STAKE-IT (782-5348) L)
10+00 11+00 12+00 kllan Maricg:)a County: (602) 263-1100J %

WATERMAIN REPLACEMENT

REVIEW:

19-010

CIP #:
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\

—]
| — AL Rl = - S
[QN]
' 71 WILDWOOD DR -7 CHANGE OF SCALE WHEN S G- uan e G gt | S 8
| :; OMNER o oo oaa T W | _— 69 WILDWOOD DR \ COMPARED TO OTHER SHEETS 2 O\ YR GllH 2] =0~
50.0° | 2 To=02- - OWNER: RANDALL JOHN D & S = N
I’/?/w/‘* | - JANICE L JT \ @ 27 g e s
o gg APN: 115—02—046 2 O 5 7 =N (S I (%
‘ 2\
WILDWOOD DRIVE / \ P
CONST. & ' \“EX PROPERTY LINE <2 -
WILDWOOD DRIVE STA: 15+91.31 = | | o
WILDWOOD DRIVE 03 STA: 10+00.00 o | O D= <
EX 2" GALVANIZED = W -
/ WATERLINE \ 1 o
INSTALLED 1980
0,/ ( ) \ =0 X
WILDWOOD DRIVE © X0 < w -
OWNER: YAVAPAI COUNTY NO% 5 | o T > o
PUBLIC WORKS WILDWOOD o o3 < o)
APN: 800—17-056B / DRIVE 3, CONSTRUCTION ¢ — ; Y
- + — ~ EX EDGE OF q/: \ O 8 ™ A
WILDWOOD DRIVE ~ PAVEMENT ™\ 78 Qn
Lid
KEY MAP 4N v 2 8 <Zt
sy \ N.T.S. F “ A =
L L A
o =
o _ \_ Prio—"1 — = 2
WATERLINE ~_~ EX TELEPHONE LINE EX UNDERGROUND 7 ~< REMOVAL NOTES - ;
CONNECTION DETAIL "A”, ELECTRIC O
SEE SHEET 12 EX 2" GALVANIZED NO DESCRIPTION
WATERLINE
/ (INSTALLED 1980) EX. PROPERTY LINE @ REMOVE EXISTING VALVE
/ /
@ REMOVE EXISTING WATER METER BOX AND SERVICE -
_ LINE TO EXISTING WATER MAIN = o
O
WARNING! @ ABANDON EXISTING WATER LINE IN PLACE ® § &
/ / EXISTING S
GAS LINE @)
59 WILDWOOD DR / / N N
OWNER: CELESTE LIVING TRUST 61 WILDWOOD DR ) }t &
APN: 115-02-042 OWNER: CARLSON KENNETH A ~ |0 Q
& LINDA S JT (BD) m S
APN: 115-02-043 | Q* H
/ (@)
/ / CONSTRUCTION NOTES % §\ -
m
/ NO DESCRIPTION E AVE
e z ©
65 WILDWOOD DR / 67 WILDWOOD DR 4” FULLY RESTRAINED CLASS 350 DIP WATER LINE - &
OWNER: HOLMES LIVING TRUST / OWNER: GREENWALD FAMILT TRUST PER MAG SPEC 610. TRENCH BACKFILL PER QUAD o
/ / APN: 115-02-044 APN: 115-02-045 CITY STD DTL 200Q-1
/ ! WATER SERVICE CONNECTION PER CITY OF PRESCOTT
/ / STD DTL 316P
3 4” BEND PER PLAN (NPI)
......................................................................................................................................................................................................................................................................................................................................................................................................... e RATED BLOW-OrE PER oY OF PRESeOTT
STD DTL 318P, TRAFFIC AREAS
4” X 4” TEE (NPI)
A0 | 5426 -
[9] | AGGREGATE BASE COURSE SURFACE REPLACEMENT b . S
— NG
5404 5404 PER QUAD CITY STD DTL 200Q-1 (MATCHING COLOR) (=) . E%Eg
......................................................................................................................................................................................................................................................................................................................................................................................................... JEPASS
4" VALVE AND VALVE BOX PER QUAD CITY STD DTL - - %28}%5
5422 5422 340Q—1 A 55<0¥2
......................................................................................................................................................................................................................................................................................................................................................................................................... A EIE%ECB)I—
> gggpgg
5420 | 5420 QD Sgssus
PROPOSED 4" GATE VALVE —_— N<ER5E
STA: 10+46.95 | E o ZPEZ
OAT 8 | O BB R L 5418 » —— &
: - —EX. TELEPHONE (STA:10+48.86) : : : : : : 2
5416 | T/ T T O 5416 SHEEL NOTES -
: ) : - : : : : : : : 1. ALL EXISTING PROPERTY CORNERS SHALL BE S|,
; Nl y /—EX- POWER (STA:10+53.21) : , ; EX GRADE @ PIPE ¢ ; ; ; ; PROTECTED IN PLACE. IF DISTURBED IT IS THE =
ST | e USROS T T T P e et / ........................ 0414 CONTRACTOR’S RESPONSIBILITY TO REPLACE. x|
EX. GAS LINE (STA:10+62.88) z : - — - o
: : = EX. UNDERGROUND POWER i T : 2. ANY EXISTING LANDSCAPE FEATURES SHALL BE
SMZ | STA: 10+44.96  me—d__ v~ ol L (STA: 11+86.54) 7\ -+ -..... OO UUO PRI OO U PPN OO TP PRI T e T 5412 PROTECTED IN PLACE. EXISTING HISTORIC BENCH SHALL
: 4"X4" TEE < _—EX. COMM LINE (STA:11+89.70) : : : BE SALVAGE.
1.48° VERTICAL DEFLECTION (DN) us :
S410 | o INV.OUT:  5411.99 o e B e S U TS | F O T U TR UUUPRIS 5410 | 3. DEPTH TO CROWN OF WATERLINE CONNECTION ASSUMED
: 40 LF OF 4" DIP ; : TO BE 4.0’. CONTRACTOR TO FIELD VERIFY DEPTH OF
5408 | STA11484.97 7 f———me [ I O2LFOR4TDR 5408 | MATERUNE CONRECTION
] .
SERVICE LN N o5 55 : ' : - | : 4. DEPTH TO CROWN OF DRY UTILITIES ASSUMED TO BE
5406 | SERVICE CONNECTION =/ STA: 12459.81 | LS.TA%.J.Z#?W ___________________________ STA13+62.85_] | \_ STA: 13+471.84 5406 | 0 ONTRACTOR TO FIELD VERIFY DERTH OF DRY
STA: 12+19.85 2.5° HORIZONTAL BEND :(LT) 2.5* HORIZONTAL BEND (LT) SERVICE CONNECTION ﬁ\lL\(/DVIVN_OEZO\(/SAIB-gE : 0
5404 5 5 5 ~ 22.5° HORIZONTAL BEND (RT) INV_IN: 5407.66 Ny oo STA: 13+67.85 : S 5404 | 5 STATION AND OFFSETS ARE BASED OFF OF WILDWOOD O
........................................ A:QQg\/ERnCALDEFLECT|ON(Up)INVOUT540766SERVICECONNECTION DRIVE 3 CONSTRUCTION €. %
- - - ; INV IN: 5407.97 : : : : =
: INV OUT: 5407.97 6. BUILDING FOOTPRINT BASED OFF OF AERIAL IMAGERY. i
......................................................................................................................................................................................................................................................................................................................................................................................................... CONTRACTOR TO VER'FY FlELD COND'T'ONS‘
CONTRACTOR TO NOTE
......................................................................................................................................................................................................................................................................................................................................................................................................... CHANGE OF SCALE WHEN
COMPARED TO OTHER SHEETS W
......................................................................................................................................................................................................................................................................................................................................................................................................... GRAPHIC SCALE IN FEET
0O 10 20 40
................................................................................................................................................................................................................................................................. — e Tor T DEPTH 71) | NORTHING | EASTING - AT Tommn 1 R :
6 GAS 409.99 3.36 603067.44 | 589916.80 | 413.35 | STEEL 2 fCall at least two full working days\ 5
...................................................................................................................................................................................................................................................................... e
ADD 5000' TO ALL TOP AND EG 0 2 4 ? H
™ e ik
m | =
(@)
=
VERTICAL Dial 8-1-1 or 1-800-STAKE-IT (782-5348) L)
10400 11+00 12400 13+00 14+00 \_ In Maricopa County: (602) 263-1100 J :

WATERMAIN REPLACEMENT

REVIEW:

19-010

CIP #:
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N
1180 DEERFIELD RD ' & N
OWNER: LOSEY K A TRUST § - -
APN: 107-17-047 :
1181 DEERFIELD RD m C% Eé ; i Pore)
/ OWNER: EVANS CHERYL A (BD) @ G = o |y
// APN: 107-17—-053 = |57z
/
/
/ %)
// _ EX. PROPERTY LINE , C % -
/ (A / O D= <
EX. UNDERGROUND LWz = W -
ELECTRIC LINE 0 @ 0
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// \EX. MAIL BOX = }i @ 9 (D m L
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// (PROTECT IN PLACE, TYP) > QE ’/ 0o W
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'/ d 7 e . -'." ’t"":—’,—"h'—,i—,'—”.—.— ________ - —_L—T——‘_T—"-,T’_-‘-__'_.:‘_—od;__-hr_ &v. *\ 8 O Q n
DEERFIELD RD STA: N ST KL - 4" W DIP > : A i 98
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' PH11—"" A : S VR VE ' RPN YR = i
BH1O 9 S REMOVAL NOTES . = L
” }7
o EX. 67 SEWER LINE NO DESCRIPTION = =)
Ex TELEPHONE w (F w (FL) W (FL) W (FL) W (FL) O
/ / (1) |REMOVE EXISTING WATER LINE
Q9 / DEERFIELD EASMENT 1 -
/ CONST § nZ (3) |REMOVE EXISTING VALVE
Q / WARNING! n< —
~ / EXISTING 0 &Y Q
/ é\‘/ / GAS LINE o W @ REMOVE EXISTING WATER METER BOX AND SERVICE - S
DEERFIELD RD Q& A g QE LINE TO EXISTING WATER MAIN O ¢
CONST ¢ (g/ /" (PROTECT IN PLACE) = (9) |REMOVE AND REPLACE EXISTING ROLL CURB AND O =
Q / Z5 GUTTER PER QUAD CITY STD DTL 220Q—1 ),
’ ) ’ 2%
/ / /\ CONSTRUCTION NOTES N 5 8
e
o @]
& // / EX. PROPERTY LINE NO DESCRIPTION Q*é\ L
© O
~ / / 4” FULLY RESTRAINED CLASS 350 DIP WATER LINE 2 g\
/ y PER MAG SPEC 610. TRENCH BACKFILL PER QUAD © 3%
/ CITY STD DTL 200Q—1 ol VIR
/ 1191 DEERFIELD RD = .
EX. ROLL CURB AND GUTTER OWNER: GRAHAM ROBERT E & WATER SERVICE CONNECTION PER CITY OF PRESCOTT = <
: STD DTL 316P
TROTET R P AR ¥ 53 B OUNER: JACKSON STEVEN
APN: 107—17-054 / : =1 | 4
/ , % DONNA J (RS) 4" BEND PER PLAN (NPI)
/ APN: 107—17-060
, / / PROTECT IN PLACE EXISTING CONCRETE DRIVEWAY
ASPHALT PAVEMENT SURFACE REPLACEMENT PER
......................................................................................................................................................................................................................................................................................................................................................................................................... QUAD. CITY STD DTL 2000-1
BB08 | 5608 INSTALL FULL CIRCLE REPAIR CLAMP
8" X 4" FLANGED TAPPING SLEEVE WITH 4" MJ —
....................................................................................................................................................................................................................................................................................................................................... CALVE PER. OUAD Gy ot S oot =
e 4 Q5
5604 5604 AIR RELEASE VALVE PER QUAD CITY STD DTL QO . .8z
........................................................................................................................................................................................................................................................................................................................................................................................................ 317Q—1 AND 3170_2 I %dgmgq
| 5 5 : TE020fk
S O S SN SN Setsoe s S ST 089 sieoreop || Swrees TEPORARY WATER AN (FLYUNE) PER COP SPEC | A GgsEes
. . . . z . . o Je . DX
| 5 5 EX. ‘GAS LINE 5 :STA:11+43.08 . | _/AIR RELEASE VALVE o1z - 55@‘_%@
5600 E 5 5 (STA: 10+87.97) EX. COMM LINE ) - OFF:5.56 LT_ 18 LF OF 4" DIP 1 INV ELEV: 5600.60 5600 MANHOLE FRAME AND ADJUSTMENT PER QUAD CITY Q) WBzEu
........................................ EXGROUND@PlPEq:_(STA1O+8815)134VERTICAL"\?\I}:FIIEES\II?,';Q(QDS; 3LFOF4”DIP STD DTL 422Q — 8<§8§§
i i 5 N\ - PN_EX. POWER LINE = | S LF OF 4” DIP Sl LA | ’ £ o e
........................................ (STA‘|O+9029) : STA11+6599SERVICECONNECTION 8?|F|;RS|\5|§L, LOW VOLUME (3/8 CH”D)' FULL WIDTH . u— Q
: : : - EX CTV: LINE s : ; SERVICE CONNECTION STA: 11+70.99 : 2
5595 ; ; ; (STA:10+82.79) | 2 : - STA:11+23.12 5 LF OF 4” DIP SERVICE CONNECTION : 5596 B
........................................ $sq- OFF:5,67’I_T z
: : : g : : 40 LF OF 4" DIP . 2.5° VERTICAL DEFLECTION (DN - - SHEET NOTES il
................................................................................................................................................. R L INV RLEVIO89. 76 ALL EXISTING PROPERTY CORNERS SHALL BE § ©
2 L ; PROTECTED IN PLACE. IF DISTURBED IT IS THE o
5592 : : : P STA:10+83.36 : : : : 5592 CONTRACTOR’S RESPONSIBILITY TO REPLACE.
 PROPOSED 4"  GATE: VALVE T\ -+ oo e Y O OFF:B.87" - LT - ov v e e e e
STA:10+00.95 \ : : o 2.5' VERTICAL DEFLECTION (DN) : : : : ANY EXISTING LANDSCAPE FEATURES SHALL BE
OFF:17.99'LT ; ; ; INV ELEV: 5593.41 : ; ; ; PROTECTED IN PLACE. EXISTING HISTORIC BENCH SHALL
EX. . UNDERGROUND ELECTR'C .. ............ I IR IR IR SR E PN ........................................ ............................. STA:10+63.59 ............................. ........................................ ........................................ ........................................ ........................................ ........................ BE SALVAGE‘
(STA:10+00.75)— ° EX. GAS LINE 20 LF OF 4” DIP- OFF:6.00° LT 3 3 3 : : DEPTH TO CROWN OF WATERLINE CONNECTION ASSUMED
5588 PH #11 \: A 5 2.5° VERTICAL DEFLECTION (DN E : : : : 5588 ,
............. S TA.9+9945# P E)?_'TA#'11()O+19‘O6) STA:1O+’4>3‘98INVELEV:5590’36() TO BE 4'0‘ CONTRACTOR TO FlELD VER'FY DEPTH OF
OFF:18.79' LT 3 o} | 20 LF OF 4" DIP - OFF:643 LT : ' ' | ' ' WATERLINE CONNECTION.
. B . 0 . . ° . . X X X
4" TAPPING SLEEVE - gk : : 11.25" VERTICAL BEND (UP) & ; ; ; ; ;
....... WITH GATE VALVE PR L e e Y .‘. e e l - v o STA: 10+24 e e e e e e e e e e e 2’.5. . VERTICAL DEFLECTION (DN) f e e e e e e e e e e e e e e e e e e e e e e e e e e e © e e e e e e e e e e e e e e e e e e e e e e e e e ee e e e e e e e © e e e e e e e e e e e e e e e e e e e e e e e e e ee e e e e e e e © e e e e e e e e e e e e e e e e e e e e e e e e e ee e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e DEF?TH TO CROWN OF DRY UTlLlTlES ASSUMED To BE g
INV ELEV: 5585.59 o \_ ”\0,.-,.-: 6.96" LT 5 INV ELEV: 5586.46 | | | | | | S.Tcl)UTlCEOSNTRACTOR TO FIELD VERIFY DEPTH OF DRY -
984 | e s 26 LF OF 4" DIP . > 22,5 HORIZONTAL . BEND (LT .o 5584 - %
; : : : : : : : : : : 2
2 LF OF 4" DIP : 25" VERTICAL DEFLECTION (UP) STATION AND OFFSETS ARE BASED OFF OF DEERFIELD 0
: ' 29 EASEMENT 01 CONSTRUCTION CENTERLINE. o
BUILDING FOOTPRINT BASED OFF AERIAL IMAGERY.
5580 : : : 5 : : ' ' ' 5580 CONTRACTOR TO VERIFY FIELD CONDITIONS.
........................................ PH# TYPE TOP DEPTH(FT) NORTHING EAST'NG EG MAT DlA('N)
: : : : : : 10 GAS 587.60 2.55 600817.82 | 580796.76 | 590.15 | N/A 2
: : : : : : GRAPHIC SCALE IN FEET
........................................ L L L LT R R T SWIR c85.79 203 c00794.44 | Sso788.12 | =s982 | oIp 2 HIC SCA o
. . . . . . |
5576 ................................................................................................................................................................................................................................................................... 11 bELEC 586.72 3.25 600795-04 580788.32 589.97 N/A 2 5576
11 cCTV 586.72 3.25 600795.04 | 580788.32 | 589.97 | N/A 2 HORIZONTAL -
11 dTEL 586.72 3.25 600795.04 | 58078832 | 589.97 | PVC 2 fCall at least two full working days\ =
................................................................................................................................................................................................................................................................... r
ADD 5000' TO ALL TOP AND EG 2 4 8 L
- >~ | =
5572 5572 :Ed HE
VERTICAL Dial 8-1-1 or 1-800-STAKE-IT (782-5348) L)
\_ In Maricopa County: (602) 263-1100 o
10400 11400 12400 z

WATERMAIN REPLACEMENT

REVIEW:

19-010

CIP #:



HAISLEY.DWG

— WILDWOOD AND HAISLEY\GD1

FILE NAME&PATH: K:\PRS_ROADWAY\091345019—SMALL WATERMAIN\CADD\12—SHEETS\PROJECT 1

XN DA ] K :
§ —
B (Em |
. ~_ O
EX. ROLL CURB AND GUTTER EX. 8” WATERLINE C% 0 <+ |Z o
(PROTECT IN PLACE, TYP) Ex. TELEPHONE LINE 1151 DEERFIELD RD / B / @ @ 5 TN E
' OWNER: THOMPSON MICHAEL / r = | 2z
/EX. CTV LINE F & JACQUELINE M RS 5/ | ‘ 5
APN: 107-17—051
1160 DEERFIELD RD EX. MAIL BOX ;
OWNER: SMITH KAREN L (PROTECT IN PLACE, TYP) Z7 P %
LIVING TRUST EX. UNDERGROUND ELECTRIC X
APN: 107-17-049 p / s E
= / O >-
nZ EX. PROPERTY LINE % = w -
o = o
DEERFIELD ROAD STA: 18+58.21 = DEERFIELD RD in G0 SN Y
DEERFIELD EASEMENT 2 STA: 10+00.00 CONST ¢ o 7 EX. SIGN N o 1161 DEERFIELD RD 5 <—t L |-_|I-|
(PROTECT IN PLACE) < AT / OWNER: SEGALL DAVID A & O T - =
v&\lRSr\mgl D85 PAMELA M RS D ' o < L
F : 17— $
: EX. EDGE OF GAS LINE S5 APN: 107-17-057 % <>> S | o3 = O
- PAVEMENT e e & S a e
@l ' .-;... ° ] <0'?O «V'%O * O O g =
.:'.'" :\ < u :':"."..‘:'. e ""l A [} et . . I /> i ; m E
." '“-.'.'.'. -..':: '-. Y -‘ "":' o ° 't‘ '; . :' ,"' L o '.”:-,, . . ~ s . . —
S B CTV INE R T B g e s e e EX UNDERGROUND T KEY MAP 4N - a T
U T T NG e T gy e by T e et et T e/ BLECTRIC e e &) L
S O X ;' VS ' — rJ e J Sy '~"s Ty "11:,.;:0'@.,“- s :’-: Y AER R O z EF LA £ ., . N.T.S. O = IZ
-~ " "’;l:",...,_: S : 4'_"k_“" = $"::J';:.'" .':'.":_""“' C . .'::'."j :' ': ‘-';.."-"' '-t N -‘.':"' - ..-'.'.""': '.' l:'"."" _:_- — ,'_“:T_]L-‘ ’."-.-‘. " 1 ; H
e A o S S T e R P T A P I T T T P T DI T A T T T T AN T T A o o i D L o >
A b bl e N ey i N O g i e 2 REMOVAL NOTES - a
WARNING! s o Sy T mr e S A X 2 Y e, 27 WATERUNE e S s e NO DESCRIPTION ~
Y EXISTING § / 2o : : e e e N e e e :
GAS LINE EX. EDGE OF HQ EX. TELEPHONE LINE DEERFIELD EASEMENT 2 S @ REMOVE EXISTING VALVE
E PAVEMENT T CONST G ~_
"z ~ - @ REMOVE EXISTING WATER METER BOX AND SERVICE -
= LINE TO EXISTING WATER MAIN = o
- &)
Ye) ()]
N@j @ ABANDON EXISTING WATER LINE IN PLACE ® § @
wn [
< 0O -,
W g1 5 REMOVE AND REPLACE EXISTING CONCRETE N
EX. PROPERTY LINE o8 DRIVEWAY, AREA PER PLAN = ft %
= m
\EX ROLL CURB AND GUTTER < / @ REMOVE AND REPLACE EXISTING ROLL CURB AND m N U2
(PROTECT IN' PLACE) / GUTTER PER QUAD CITY STD DTL 220Q-1 S
T
EX. PROPERTY LINE Q“ o
1171 DEERFIELD RD % g\ .
OWNER: BROWN BERNARD — H’S @
Il & GERALDINE L RS (BD) / 1175 DEERFIELD RD ~ 0o
/ APN: 107-17-052 OWNER: BUTRYN GAIL LOUISE CONSTRUCTION NOTES on < ©
/ APN: 107—17-058 o i
NO DESCRIPTION a
Q
N / 4” FULLY RESTRAINED CLASS 350 DIP WATER LINE
~ PER MAG SPEC 610. TRENCH BACKFILL PER QUAD
CITY STD DTL 200Q—1
WATER SERVICE CONNECTION PER CITY OF PRESCOTT
: STD DTL 316P
............................................................................................................................................................................................................................................................................................................... e s e [ .
.................................................................................................................................................................................................................................................................................................................................... PHO#9 N\
: : : : : : : : : ASPHALT PAVEMENT SURFACE REPLACEMENT PER
: : : : : : : : : QUAD CITY STD DTL 200Q-1
S986 | e e e e e T e A N STA:11+£59.83 . . ... ... . 5586 [ -
: : : : : : : S OFF:3.00° RT INSTALL FULL CIRCLE REPAIR CLAMP e S
< AR RELEASE VALVE O - “Ba=
....................................................................................................................................................................................................................................................................................................................................................... - INV.-ELEV:5585.28 - oo I %O.E£§8
. :) .
: _ _ : ; 8” X 4" FLANGED TAPPING SLEEVE WITH 4" MJ Ilzm_g&-'%g
BB | i EX GROUND @ PIPE @ —\ . .l 5 LF OF 4 DIP\ .~ #e D L OF 4% -DIP- e ve e 5584 VALVE PER QUAD CITY STD DTL 340Q-1 AN Gk
. . . N : S72oXoy
\ - 5 LF OF 4” DIP STA: 11457.91 AR RELEASE VALVE PER QUAD CITY STD DTL S E5hEEY
SERVICE CONNECTION 317Q—1 AND 317Q-2 Q) WBzEu
.................................................................................................................................................................................................................................................................................................................................................................................................... o Z <
5 LF OF 4" DIP — Q23033
: CHIP SEAL, LOW VOLUME (3/8” CHIP), FULL WIDTH E o ZWES
................................................................................................................................................................................................................................................................................................................................... ... SERMICE CONNECTION .. o o - w— «
- \_STA: 11+47.91 Z 2
1 - SERVICE CONNECTION :
........................................................................................................................................................................................................................................................................................ L STAS 142,91 [ T T SHEET NOTES E
£ SERVICE CONNECTION | | 1. ALL EXISTING PROPERTY CORNERS SHALL BE i
OB | e 5580 PROTECTED IN PLACE. IF DISTURBED IT IS THE r|©
2 CONTRACTOR’S RESPONSIBILITY TO REPLACE. o
. <
....................................................................................................................................................................................................................................................................................................................................................................................................... 2. ANY EXISTING LANDSCAPE FEATURES SHALL BE
PROTECTED IN PLACE. EXISTING HISTORIC BENCH SHALL
. ; ; ; O ; ; : : BE SALVAGE.
5578 | T D 5578
: PROPOSED 4" GATE VALVE - : : % % : : ; ; 3. DEPTH TO CROWN OF WATERLINE CONNECTION ASSUMED
: STA:10+19.03 STA: 10427.27 . TO BE 4.0. CONTRACTOR TO FIELD VERIFY DEPTH OF
OFF:2.95LT o : - : WATERLINE CONNECTION
....................................................................................................................... ,OFF:SQOORT .
- J _ 3%0%'?5%21?0??5@&?02 (UP) s57c | + DEPTH TO CROWN OF DRY UTILITIES ASSUMED TO BE
TR SURRPRESRERRERRRTSRRERRR i | ERURIRRN IO 0 VR AL I L G O T 2.0'. CONTRACTOR TO FIELD VERIFY DEPTH OF DRY
: INV ELEV:5573.98 : UTILITIES. g
. . =
........................................................................................... B GAS LINE T i 5. STATION AND OFFSETS ARE BASED OFF OF DEERFIELD %
(STA:1O+%E|-4;7) EASEMENT 02 CONSTRUCTION CENTERLINE. =
: o
D T | ey TELUINE \ .............................................................................................................................................................................................................................................................................. 9974 | 6. BUILDING FOOTPRINT BASED OFF OF AERIAL IMAGERY.
: e CONTRACTOR TO VERIFY FIELD CONDITIONS.
(STA:10+18.36)
.................................................................................................. PH #8 \ |
. EX. CTV LINE ~ 2 LF OF 4" DIP PH # TYPE TOP | DEPTH(FT) | NORTHING | EASTING EG MAT | DIA (IN) /
© (STA:10+18.03) o STA:10+25.49 : : :
9072 | SR PH #8. . . N\ | - g\ OFF-1.797 RT -+ ooooeee SRR SRR S 7 GAS 575.12 2.05 600817.03 | 581037.23 | 577.17 | HDPE 2 | 5572 OGRAPEIC S(138LE IN FEET20
 STA 041778 S ' 45° VERTICAL BEND (DN) & 3 3 8 aWTR 572.19 4.56 600810.72 | 581038.38 | 576.75 | DIP 8 |
: . : 2.5° VERTICAL DEFLECTION (UP
....................................................................................... OFF382’LTINVELEV557388() 8 bTEL 572.82 3.95 600810.46 581038.23 576.77 N/A 2
8" X 47 :TAPPING SLEEVE : 3 LF OF 4” DIP 9 GAS 587.84 1.68 600931.58 | 581084.18 | 589.52 | HDPE 2 HORIZONTAL (Call at least two full working days') =
________________________________________________________________________________ NV BV sem g [/ N\ STAto+2390 . before you begin excayation 3|
INV-ELEV: 5571.8”6 OFF:0.58" RT ADD 5000' TO ALL TQP AND EG 0 1 2 4 L]
2 IéFLgFo:: 4I2|PDIP 45° VERTICAL BEND (UP) :Edl x| =
INV_ELEV: 5571.90 O
-
VERTICAL Dial 8-1-1 or 1-800-STAKE-IT (782-5348) L)
10+00 11+00 kllan Maricg:)a County: (602) 263-1100J %
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N\
7
\\ ,, 7 & -
N 1230 TANGLEWOOD RD / S g S
\ OWNER: BEALL JAMES & SCo| T2 O
\ IRENE RS s =N R
\ APN: 107—17-063 1225 TANGLEWOOD RD 7 v o = | > "
N OWNER: GUSSOW WILLIAM BRUCE P e 2 15 |5
N | APN: 107—17—062 T R
\ ! / I SR I SRR
¢ / . ., W R BN N
EX. PROPERTY LINE\/ B T AR R X
EX. TELEPHONE LINE / AT AR R R 5S> o
\ | EX. EDGE OF ROADWAY AT R O = IiIJ W w
. el CE L . =
\ ~EX. MAILBOX EX. CTV LINE / I ST =0 <
(PROTECT IN PLACE) EX. UNDERGROUND P AR IS S M| ; o)
\ ELECTRIC s SN A SRR o T
\\ .« ,t: 't-:" ':' o O '-"' - a Q E
\ _______@&_T\\___ P EX. 6" SANITARY iz o o o D o - o3 @) o
EX. SIGN SEWER T et Sl = o
(PROTECT IN PLACE) ‘ ST T % Q = E
. RS 50  m
3o i TR La R e KEY MAP &\ @) O <«
o A 1215 TANGLEWOOD RD TS G, Lo Z
o OWNER: GRACE ALLISON S s O| = < 0O
\ gk - APN: 107—17—061 . ; -
\ Rulv —
\\ = REMOVAL NOTES O
\\ NO DESCRIPTION
\\ '\_—__ ______:________________ @REMOVEEXISTINGWATERLINE
|
\ WARNING: EX. PROPERTY LINE
\ EXISTING N
\ GAS LINE \ @ REMOVE EXISTING VALVE E o)
\ \ O
=S 5 >F -
REMOVE EXISTING WATER METER BOX AND SERVICE 2
\ EX. PROPERTY LINE LINE TO EXISTING WATER MAIN -
\\ EX. SIGN N N
\ (PROTECT IN PLACE) ABANDON EXISTING WATER LINE IN PLACE ft ™
N \ 1220 DEER RUN RD O, = S 58
\ \ \ OWNER: HEWITT KAREN M & m < =
\ \ HAMBLIN MICHELLE A JT @ REMOVE AND REPLACE EXISTING ROLL CURB AND e
\ \ APN: 107—17—069 GUTTER PER QUAD CITY STD DTL 220Q-1 Q—d 5
\ \ 5
DEERFIELD
\ 1230 DEER RUN RD @ REMOVE AND REPLACE EXISTING ROCK WALL. S X))
\ROAD CONST ¢ \ \ >~ )
\ < \ OWNER: OLSON JAN B \ 3 o X
\ \ APN: 107-17-068A CONSTRUCTION NOTES — O
\ ) &
\ N NO DESCRIPTION &
\ \
\ \ \ 4” FULLY RESTRAINED CLASS 350 DIP WATER LINE
\ \ PER MAG SPEC 610. TRENCH BACKFILL PER QUAD
\ \ CITY STD DTL 200Q-1
WATER SERVICE CONNECTION PER CITY OF PRESCOTT
STD DTL 316P
4” BEND PER PLAN (NPI)
ASPHALT PAVEMENT SURFACE REPLACEMENT PER
BT 5618 e e -
INSTALL FULL CIRCLE REPAIR CLAMP o 8
No _
......................................................................................................................................................................................................................................................................................................................................................................................................... E gdgggé
8” X 4” FLANGED TAPPING SLEEVE WITH 4" MJ TZ0<hZ
5616 5616 VALVE PER QUAD CITY STD DTL 340Q-1 A 55<092
......................................................................................................................................................................................................................................................................................................................................................................................................... AN JW==1
: AIR RELEASE VALVE PER QUAD CITY STD DTL S Egﬁ%g
: 317Q—1 AND 317Q-2 Q) So=E.
.......... —- — 022823-
\ - CHIP SEAL, LOW VOLUME (3/8” CHIP), FULL WIDTH E ; zggg
5614 ..................................................................................................................................................................................................................................... 5614 OF DR'VE | é‘l
SHEET NOTES \#
: : . STATNO+26.47) = T | O USRS URT 1. ALL EXISTING PROPERTY CORNERS SHALL BE L
5 5 5 Ex. 6" SEWER MAIN 5 ; PROTECTED IN PLACE. IF DISTURBED IT IS THE 5|
: : : : , : o CONTRACTOR’S RESPONSIBILITY TO REPLACE. -
5612 | J (STato+ds2r) N | O SN SR 5612 z|o
: : : : STA: 10+53.79 : 2. ANY EXISTING LANDSCAPE FEATURES SHALL BE &
: : : - 45" HORIZONTAL BEND :(RT) : STA: 11+02.48 : : : PROTECTED IN PLACE. EXISTING HISTORIC BENCH SHALL =
........................................ STA10+1142S) b= 2.5 HORIZONTAL - DEFLECTION: (RT)- ool OFF 10085 LT o BE SALVAGE.
: :29.43’ : | .51° _— AIR RELEASE VALVE : :
: 4" TA%ETNZGQQSEE?/E : o ,1N§,1 56V§§Eg“ DEFLECTION (UP) INV ELEV: 5610.35 3. DEPTH TO CROWN OF WATERLINE CONNECTION ASSUMED
5610 : . N : : : : : 5610 ,
................................................................... WITH: GATE VALVE N+ oo S T TO BE 4.0’. CONTRACTOR TO FIELD VERIFY DEPTH OF
| INV ELEV: 5609.06 _ : . —5 LF OF 4" DIP WATERLINE CONNECTION.
R : ” : - STA: 10492.53 . STA: 10+97.51
..................................................................................................... 35 LEOF4"DP Ll N b SERVICE CONNEGTHON - -\ TSERVICE. CONNECTION . oo 4. DEPTH TO CROWN OF DRY UTILITIES ASSUMED TO BE
: A » . : ,
: : —18 LF OF 4" DIP ; 5 LF OF 4" DIP 2.0’. CONTRACTOR TO FIELD VERIFY DEPTH OF DRY
; 1 LF OF 4” DIP - STA: 10+41.35 STA:10+43.02 ; ; ; ; ; UTILITIES.
OO0 | SERVICE. CONNECTION .. /. ...\ ... O BB R 5608 o
3 3 . 2 LF OF 4” DIP 22.5° HORIZONTAL BEND (RT) : : : : 5. STATION AND OFFSETS ARE BASED OFF TANGLEWOOD =
: : : 2.5° HORIZONTAL DEFLECTION (RT) ROAD CONSTRUCTION CENTERLINE. O
........................................ 1,10'VERT|CALDEFLECT|ON(UP) @
: : : INV ELEV: 5609.06 : 6. BUILDING FOOTPRINT BASED OFF OF AERIAL IMAGERY. =
: CONTRACTOR TO VERIFY FIELD CONDITIONS. o
5606 ......................................................................................................................................................................................................................................................................................................................................................................................................... 5606
7. CONTRACTOR TO INTERCEPT THE EXISTING SERVICE IN
THE RIGHT OF WAY.
_________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________ GRAPHIC SCALE IN FEET ‘
. 0 5 10 20
PH # TYPE TOP | DEPTH (FT) | NORTHING | EASTING EG MAT | DIA (IN) :!d
............................................................................................................................................................................................................................................................. 5 e =TT o 115775 | Ss0s97 05 | c1a35 | mopE (R R :
. f'Call at least two full working days'\ H
............................................................................................................................................................................................................................................................ ADD 5000°TO ALL TOP AND EG before you begin excavation. e e
- 0 1 2 4 ) ;
CD —
: H O
=
VERTICAL Dial 8-1-1 or 1-800-STAKE-IT (782-5348) L)
10+00 11+00 kllan Maricg:)a County: (602) 263-1100J %
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) T
| | 1140 DEER RUN RD \ Q =
1169 DEERFIELD RD / OWNER: TIMPANY MARK <. L
OWNER: WAGNER PATRICIA & MARY S JT (BD) | S| T2 -
1100 DEERFIELD RD E LIVING TRUST =X PROPERTY LINE AP 17O \ =S NS
APN: 107-17—083 R (SR v
OWNER: THOMPSON LYNN S (BD) = =z
APN: 107—17-082 | =
| 1141 DEER RUN RD
| OWNER: DUDAR STEVEN
| & ANGELA | RS N
4 EX. PROPERTY LINE | APN: 107-17-085 =< o
- O = W
- = u = w
~] <
ST =
| - < I
\ n < e
o T (a
| o e 14
% gt
o a -1 0
O Q n <
%
EX. PROPERTY LINE e BN o g d <Zt
= o
\E T \ —
DEERF BN RN ~a L <
—— « % i .°°s°.'°° .o:° = .4’\ \
/ ..... ....~\. “‘ ..... ./,../.. f.“. e . \ L‘CS ﬂ m m
N DEERFIELD RD & DEER RUN_/ TSt W Ol s g gy = Tk o o e TR T e \ ; LL
EX. 6” WATERLINE EASMENT CONST ¢ : AL TPR LR \\ - o
SO T AN REMOVAL NOTES O
WARNING! Sl \
EXISTING et Ty \ NO DESCRIPTION
CAS LINE Foeem Ty — 1 gg,\rﬁig%,\l I — (4) [REMOVE EXISTING WATER METER BOX AND SERVICE
SEE SHEET 12 ’ LINE TO EXISTING WATER MAIN
EX. MAIL BOX N EX. 6” SANITARY SEWER ‘ = o
(PROTECT IN PLACE) ‘,,Af” CONSTRUCTION NOTES g § ©
-7 i
- \ NO DESCRIPTION O§ <
OW;SS? \|{|VAI_I|S|-II_-I-ZEYSI—F|)£\I\/IT\;ZSRT2 AD 8” FULLY RESTRAINED CLASS 350 DIP WATER LINE N .
EX. FIRE HYDRANT SROPERTY OWMERS ASSOCIATION PER MAG SPEC 610. TRENCH BACKFILL AND =] tﬁ o
(PROTECT IN PLACE) SURFACE REPLACEMENT PER QUAD CITY STD DTL ~ |02
APN: 107—17—250A 20001 Q: X
\ 1150 DEER RUN RD O
\ OWNER: GAGEN NANCY A TRUST WATER SERVICE CONNECTION PER CITY OF PRESCOTT Q—d S
o \ APN: 107—-17—075 STD DTL 316P 3 g\
\ 2 [6] |8” BEND PER PLAN (NPI) E NY) - x
% \ = 8
1131 DEERFIELD RD 1 PROTECT IN PLACE EXISTING BRICK PAVER DRIVEWAY O i
OWNER: NAUMANN JAMES E 7,50 o
& BETTY S RS X
APN: 107—17—076 \ ’%\ \ 8” X 6” REDUCER
LY O\
ASPHALT PAVEMENT SURFACE REPLACEMENT PER
QUAD CITY STD DTL 200Q—1
......................................................................................................................................................................................................................................................................................................................................................................................................... 3,, ABC OVER COMPACTED SUBGRADE PER
PAVEMENT STRUCTURAL SECTION 2 ON SHEET 12,
......................................................................................................................................................................................................................................................................................................................................................................................................... PAVlNG LlMlTS TO MATCH EXlSTlNG ROADWAY WlDTH
REPLACE SANITARY SEWER WITH EXTRA PROTECTION
59792 5972 PER CITY OF PRESCOTT STD DTL 404P—1 AND
......................................................................................................................................................................................................................................................................................................................................................................................................... 404P_2 =
e, S
CHIP SEAL, LOW VOLUME (3/8” CHIP), FULL WIDTH O - (8xs
......................................................................................................................................................................................................................................................................................................................................................................................................... OF DRIVE % -':£§8
I $§8<Z<4,§
32| [8” X 6” FLANGED TAPPING SLEEVE WITH 8” MJ A > B8R0
5570 ......................................................................................................................................................................................................................................................................................................................................................................................................... 5570 VALVE PER QUAD ClTY STD DTL 34OQ_'] Q gg%g(})i
: : : : : : : : : >.§gg<_$5
YPOSED 8” GATE VALVE 6” X 6” FLANGED TAPPING SLEEVE WITH 6" MJ m §§%Em§
................................ STA:22+84_60 VALVE PER QUAD ClTY STD DTL 34OQ_'] —— N<§8§§
OFF:i1.47°LT : : : : : : : : - E o ZUaZ
5568 . 5568 6” VALVE AND VALVE BOX PER QUAD CITY STD DTL S&
........................................ 3400_1 . N
STA: 22+84.62 H EX. GAS LINE | | | | 5 5 5 SHEET NOTES
. N . . . . . . . . Ll
.................................. 0FF221LT(STA22+8889) 1 ALL EXISTING PROPERTY CORNERS SHALL BE %
HORIZONTAL BEND (RT) : : : : : : : : PROTECTED IN PLACE. IF DISTURBED IT IS THE -
5566 | . B e WO (U O e O S O SR SRR 5566 CONTRACTOR'S RESPONSIBILITY TO REPLACE. z|o
.. : : o EX GROUND @ PIPE : : : : a
STA: 22+84.57 | | —_ ; Q\ | | | | 2. ANY EXISTING LANDSCAPE FEATURES SHALL BE <
__________________________ L OFRIO3B LT\ [ | PROTECTED IN PLACE. EXISTING HISTORIC BENCH SHALL
6" TAPPING SLEEVE EX.: SEWER LINE ; BE SALVAGE.
WITH GATE: VALVE “(STA: 224+93.99) PROPOSED 6” GATE VALVE
5564 | INV ELEV:5563.35 T B S STA:24+61.36 \ 5564 | 3. DEPTH TO CROWN OF WATERLINE CONNECTION ASSUMED
: : OFF:6.96°LT TO BE 4.0'. CONTRACTOR TO FIELD VERIFY DEPTH OF
- : , : EX. CTV LINE : : - . WATERLINE CONNECTION.
N T Y0 LR OF 8 DIP Zl (STA:24+22.32) \ . i Yo
1 LF:OF 8” DIP : = : " EX. CTV LINE ; U ; 4. DEPTH TO CROWN OF DRY UTILITIES ASSUMED TO BE
5560 STA: 22+86.02 ° EX. GAS LINE #(STA: 24+23.08) : : 5560 S.Tcl)L.lTlcEOSNTRACTOR TO FIELD VERIFY DEPTH OF DRY
....................................... OFF:2‘21LT d— (STA:24+O7‘44)X . g
SR NV ELEV: 555516 g STA: 23+44.87 ; PH #1533, 5. STATION AND OFFSET BASED OFF OF DEERFIELD o
........................................ S O Y L SN T — e STA 2342081 ORI 22T LT b ROAD & DEER RUN EASEMENT CONSTRUCTION ¢ %
4 LF OF 8 DIP 5 2.5" VERTICAL DEFLECTION (UP) 11.25" HORIZONTAL BEND (RT) o N _ STA: 24462.99 >
5560 STA: 22+89.02 . LF or & INV: 5559.50 "INV ELEV: 5559.39 5 _ = | 6 LF OF 8" DIP OFF:81B’ e 5550 | 6 BUILDING FOOTPRINT BASED OFF OF AERIAL IMAGERY. o
.............................. SERVICE-CONNECTION— -/ { -\ ..o\ T~ 0 % e g g R T\ T R B CONTRACTOR TO VERIFY FIELD CONDITIONS.
: : 24 LF OF 8" DIp : . : 6" TAPPING SLEEVE
STA: 22+90.02 STA: 25+00.81 j . 80 LF OF 8" DIP 3 3 WITH GATE : VALVE
......................... 45° VERTICAL BEND (ON)— [\ . . =2.5° VERTICAL DEFLECTION (UP) [ — ——m — — —— ——— . . INV ELEV:5558.55 . ... .
“INV: 5562.61 NV 5560.51 : 11 °LF OF 8" Dip—" STA: 23+55.98 : ; STA: z4¢|-ocE.ZF)F :
: " : : : OFF: 0.00’ : 2.5" HORIZONTAL DEFLECTION (LT / h
1. LF OF 8" DIP = : : : : . - : :
SRR RUPRTURE Soti iU RN ¥ 26 VERTIOAL BEND (UP): & -~ -+ oo oo 22.5° HORIZONTAL BEND (RT) . . 0.56 VERTICAL DEFLECTION ON)™" .../ .\ N\ .. GRAPHIC SCALE IN FEET
: ' : 2.5° HORIZONTAL DEFLECTION (LT) : INV:3558.97 STA: 2445643 1 LF OF 6" DIP 0 5 10 20
PR TYPE TOP_ | DEPTHIFT) | NORTHING | EASTING i MAT_| DIA(IN) | 0.89° VERTICAL DEFLECTION (UP) : § OFF:0.87" LT STA: 24460.14 :Ed
13 GAS 561.29 2.25 601120.68 581338.01 563.54 HDPE 2 ................ INV. .ELEV:5559.34 . ........................................ ........................................ .......... 45 HORIZONTAL ' BEND (LT) ................ OEFf ?.46’ LT ........................ TORIZONTAL
ADD 5000' TO ALL TOP AND EG | ~ 2.5° HORIZONTAL DEFLECTION (LT) 8 X6_ REDUCER (Call at least two full working days) =
... 039 VERTICAL DEFLECTION. (DN) .. . . .. .. . . . INV ELEV:5558.35 ... before you begin excayation. 5|
INV ELEV: 5558.68 : 0 1 2 4 L
| | — S—— 5|2
m | =
=
VERTICAL Dial 8-1-1 or 1-800-STAKE-IT (782-5348) L)
23+00 24+00 klan Maricg:)aCounty: (602) 263-1100 czj

REVIEW:
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CIP #:
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— WILDWOOD AND HAISLEY\DT1

FILE NAME&PATH: K:\PRS_ROADWAY\091345019—SMALL WATERMAIN\CADD\12—SHEETS\PROJECT 1

@ EXCAVATIONS 3’ OR LESS FROM LIP OF GUTTER

PRIOR TO REMOVALS, SAWCUT NEAT LINE 1’ MIN.
BACK FROM TRENCH EDGE ON BOTH SIDES.
DURING CONSTRUCTION THE TRENCH EDGE WIDENS,
THEN SAWCUT NEAT LINE 1" MIN BACK OF THE

MAXIMUM TRENCH EDGE.

TRENCH WIDTH

SEE PLANS T MIN.

s

K X

7/

SESASASASKKY -
NN

LA

OR EDGE OF PAVEMENT SHALL REQUIRE FULL

X

/s

EXISTING PAVEMENT

OF ROADWAY

" (

N

’~ SUBGRADE

TR

\d

IF

VERTICAL CURB AND GUTTER

ROLL CURB AND GUTTER

REMOVAL OF PAVEMENT AND REPLACEMENT TO
MATCH EXISTING SECTION, 4" MIN.

@ INSTALL TRACER WIRE PER QUAD CITY STANDARD
DETAIL 319Q—1 ATTACHED TO TOP OF PIPE WITH
10 MIL PVC TAPE ON 6’ CENTERS ON ALL
AGENCY UTILITIES EXCEPT CITY OF PRESCOTT
GRAVITY SEWER MAINS.

@ MATCH EXISTING PAVEMENT STRUCTURAL SECTION
OR 47 MIN AC TO BE INSTALLED IN TWO LIFTS
OVER 8" MIN ABC COMPACTED TO 95% OF
STANDARD PROCTOR DENSITY, WHICHEVER IS
GREATER. IN UNPAVED AREAS, MATCH EXISTING
SURFACE MATERIAL AND DEPTH.

@ @ PLACE CAUTION TAPE AT 12" ABOVE PIPE.

TACK EDGE OF SAWCUT WITH SSTH WHEN PAVING.
(TYP.)

@ FOR TRENCHES IN PAVEMENT AND PERPENDICULAR ©
TO TRAFFIC FLOW, BACKFILL WITH 1/2 SACK CLSM
(CONSOLIDATED METHOD) PER MAG SECT. 728;

AND PARALLEL TO TRAFFIC, BACKFILL WITH ABC
PER MAG SECT. 702. FOR TRENCHES IN UNPAVED
AREAS OR NEW STREET CONSTRUCTION, BACKFILL
TRENCH TO SURFACE WITH 3" MINUS SCREENED
NATIVE MATERIAL.

ASPHALT PAVEMENT PER MAG SPECIFICATION 710.
4" MIN. OR MATCH EXISTING, WHICHEVER IS
GREATER.

[ MIN. |

WIDTH PER
MAG SECT. 601

NOTE: BEDDING, SHADING, AND BACKFILL SHALL BE
COMPACTED TO 95% PROCTOR DENSITY PER ASTM
D—698. MIN. 1 TEST PER LIFT PER 200’
EXPOSED SUBGRADE TO BE COMPACTED TO 957
PROCTOR DENSITY PER ASTM D—698. PAVED
SURFACE TO BE COMPACTED TO 95% MARSHALL
DENSITY PER ASTM D-6927-15.

@ GRANULAR BEDDING/SHADING MATERIAL SHALL BE
PER MAG SECT. 601 WITH 100% PASSING 1"
SIEVE, MAXIMUM 10 P.I.. THE COMBINATION OF
PERCENT MATERIAL PASSING THROUGH #200 PLUS
P.I. SHALL NOT EXCEED 22.

REVISED: |DETAIL No.

QUAD CITY STANDARD DETAIL TRENCH BACKFILL AND SURFACE REPLACEMENT 07116 | 200Q-1
24" MANHOLE RING AND COVER PER COP DETAIL DIAMOND PLATE STEEL

423P-1 WITH "PRESCOTT WATER" LETTERING AND FINISHED GRADE METER BOX COVER

(3) 6" MANHOLE RISER RINGS. ADJUST RING TO PER MAG DETAIL 320
GRADE PER COP DETAIL 422P
ELEVATION SHALL|
. L ) - BE2'MINTO4"
- * : “ " )
%' . M S | ABOVEFINISHED
R e, Rk GRADE
<4 ‘4 v -

od, CONCRETE WATER
............ e METER BOX NO. 2

PER MAG DETAIL 320

] — 2" ABOVE GRADE WITH

PVC CAP (TYP)
CAP 6" GRAVEL BED
| — 6" SDR 35 PVC
" _
2" ADAPTER — BOTTOM TO REST
FORD C84-77G / ON BLOCKING

2" BRONZE CURB STOP
FORD B11-777

(FIP X FIP) OR
APPROVED EQUAL

6" GRAVEL BED

TAPPED PLUG OR CAP A=

7/,,‘,‘,‘,‘,‘,‘/;‘\““~

TAPPED PLUG OR CAP

2"TYPEK ——==
COPPER PIPE |—

ELL COUPLING —
FORD L14-77G

X \\\\\\\\%
AR

e . V277271 e
. WATER LINE - ]
12" BRASS NIPPLE A
SOLID CONCRETE
BLOCK @

R v
LA A R
e T e

WATER LINE
4" BRASS NIPPLE
12" BRASS NIPPLE

SECTION A-A

TRAFFIC AREAS NON-TRAFFIC AREAS

REVISED: |DETAIL No.
07/16 318P

COP STANDARD DETAIL BLOW OFF

CITY ENGINEER

(TYPE A) coLd (TYPE C)
JOINT
; 247 ROADWAY 1/2" R
>, . WIDTH 24" ROADWAY
& ‘=—>‘ 127 Ry o . WIDTH
BROOM FINISH 9-1/2 | 9-1/2 e
s CLASS "AA” a
Ay CONCRETE | © % S
w “ p a L — |
| - S IS e e .
e . e : CLASS "AN" * & o el
N B . A . N . -
o I . . © RIBBON CURB GCONCRETE, e W IN1Y o
; . o . (TYPE B) . =
N ‘ 1/2” BATTER L& }
1/2° BATTER : T PAVEMENT REQUIRED
REQUIRED -
NOTES: SLOPE —
SEE NOTE 2
1. ALL EXPOSED SURFACES TO .
BE TROWEL FINISHED EXCEPT AS 1/2" R o4 \ ROpAY
SHOWN. SEE MAG SECT. 340 & 505 & 725
2. HEIGHT OF TYPE 'A’ CURB SHALL coLb
BE 6" UNLESS SPECIFIED ON PLANS JOINT PVMT. FLUSH
3. CONTRACTION JOINT SPACING » WITH LIP OF
10" MAXIMUM. /2" R 04 GUTTER
4. EXPANSION JOINTS AS PER MAG 9,1/2” ‘ 9-1/2 5
SECT. 340 50° MAX. AND AT P.C., \ 1 =
DWY., ALLEYS & STRUCTURES CLASS "AA" CONCRETE PER w -
5. 4" MINIMUM OF ABC COMPACTED 95% MG ST e e Lo T FLow
PROCTOR SHALL EXTEND TO BACK OF : 1o ) . . a
CURB BELOW ALL CURB & GUTTER. — 1 —5ATTR o 1., LCLASS "AA" T “
6. WHEN THE ADJACENT PAVEMENT SECTION SLOPES NOTES: REQUIRED s CONCRETE ‘4 7 . ¢ )
AWAY FROM THE GUTTER, THE SLOPE OF THE . . e
GUTTER PAN SHALL MATCH PAVEMENT CROSS SLOPE. 1. CONSTRUCT CURB AND INSTALL L .
1/2” MASTIC EXPANSION JOINTS, -
7. % ROUND FINISH SHALL BE REQUIRED AT A.S.T.M. D—1751 AND MAG SECT. 340. 19" BATTER Lﬁ
LIP OF GUTTER, ALL DETAILS. >
2. RIBBON CURB MAY SLOPE REQUIRED
8. FINAL PAVEMENT SURFACE SHALL BE %" ABOVE TOWARDS PAVEMENT OR
GUTTERS EXCEPT TYPE D AND WHERE GUTTER PARKWAY AS INDICATED (TYPE D)
9. 3 — %°X12” DOWELS SHALL BE PLACED WHEN SIDE CURB WITH SHEET DRAINAGE
ATTACHING NEW CURB TO EXISTING CURB. REVERSE FLOW ACROSS STREET
REVISED: |DETAIL No.
QUAD CITY STANDARD DETAIL CURB AND GUTTER TYPES A, B, CAND D o716 |220Q-1
EXISTING MAIN

TO BE TAPPED

[ 70" MIN. NOTES:
1. VALVE BLOCKING PER QUAD CITY STANDARD DETAIL 301Q.

\ / 2. TAPS SHALL BE MADE BY CITY/TOWN CREWS AT
PREVAILING RATES OR BY APPROVED CONTRACTORS
Y WHEN ALLOWED BY CITY/TOWN.

3. INSTALL TEMPORARY BLOCKING UNDER VALVE
BEFORE TAP IS MADE. ALL FLANGE BOLTS
| SHALL BE CLEAR OF FOOTING.

20"

NEW LINE
4 T10BE—

CONSTRUCTED

4. TAPPING SLEEVES SHALL BE FORD FTSS, ROMAC SST IlI
OR APPROVED EQUAL.

m m m om
o oo
©
X+12

1 5. INSTALLATION SHALL BE LEAK TESTED TO A MINIMUM
OF 200 PSI FOR 30 MINUTES PRIOR TO TAP.

— 6. TAPPING SLEEVE SHALL BE PLACED AT A
—t MINIMUM OF 3' FROM ANY BELL, COUPLING,

VALVE, FITTING, OR OTHER OBSTRUCTION.
3\ . PROTECT ALL CONCRETE CONTACT AREAS
EXCAVATION
LIMITS

S FUTYRE TRENICH }

20"

~

WITH 8 MIL SHEET PLASTIC.

FULL JOINT RESTRAINT

o

. JOINT RESTRAINT PER QUAD CITY STANDARD DETAIL 303Q
USING A DEAD END ON NEW CONSTRUCTION.

©

. INSTALL BOX, COVER, AND VALVE BOX

PLAN
- STABILIZER PER AGENCY REQUIREMENTS.

FLANGE X MJ VALVE
10. ALL EXCAVATIONS SHALL BE OSHA COMPLIANT.

11. ALL PIPE, VALVES, FITTINGS, AND APPURTENANCES

/— EX 4" WATERLINE

| CONNECT TO EX. WATERLINE
WITH ADAPTER COUPLING

/—NEW 4" DIP

NEW 4” MJ GATE VALVE

CONNECT TO EX.

SEE NOTE 3 WATERLINE WITH
NEW 4" g;é\':;oaqﬁ% ADAPTER COUPLING
FOSTER JOINT T
. . NEW 4” MJ GATE VALVE
SEE NOTE 3

STA: 10+44.96
N:602947.24 \\
E:589836.70

I
Lol NEW 4” \
NEW 4” DIP

FOSTER JOINT
NEW 4"x4” TEE

NEW 4” MJ GATE VALVE
SEE NOTE 3

| STA:10+42.96
OFF:11.35RT

SEE SHEET 7 FOR
CONTINUATION

NEW 4"/

FOSTER JOINT EX 4" WATERLINE

NEW 4" DIP—/

NOTES:
1. ALL JOINTS IN THIS LOCATION SHALL BE RESTRAINED

2. CONTRACTOR TO POTHOLE AND FIELD LOCATE EXISTING MAINS
AND CONNECTION POINTS BEFORE BEGINNING CONSTRUCTION

5. GATE VALVE AND VALVE BOX PER QUAD CITY STD. DTL. 391Q

WATERLINE CONNECTION DETAIL "A”
1"=1"

N > SHALL BE MANUFACTURED IN THE U.S.A.
A
\ 12. MIN. EXCAVATION LENGTH FOR THE TAPPING
\ X 8 OPERATION SHALL BE 5' FROM THE FACE OF
A ! < VALVE
A |
A
FUTURE
TRENCH
N | %
N ; >
< : i f N
X - %
AN \\\y( RN AR PLAN SYMBOL
WOOD FORMS
X+ 4"
MIN. BEDDING PER QUAD CITY
UNDISTURBED
NATIVE SOIL ELEVATION STANDARD DETAIL 200Q
REVISED: | DETAIL No.
QUAD CITY STANDARD DETAIL TAPPING SLEEVES AND VALVES o716 | 340Q-1

EX 6" WATERLINE

CONNECT TO EX. WATERLINE
WITH ADAPTER COUPLING

//

SEE SHEET 11 FOR

CONTINUATION NEW 6” DIP—/T |
NEW 6” MJ
GATE VALVE NEW 6”
St NOTE 3 TQEEQNVE | —STA: 24+62.29
N: 581325.36
E:601153.51

¢ _ _
Q
NEW 8" DIP/

NEW 8"x6"
REDUCER

| |
NEW 6” DIP\

CONNECT TO EX. WATERLINE—/
WITH ADAPTER COUPLING

EX 6" WATERLINE —/

1. ALL JOINTS IN THIS LOCATION SHALL BE RESTRAINED

NOTES:

2. CONTRACTOR TO POTHOLE AND FIELD LOCATE EXISTING MAINS
AND CONNECTION POINTS BEFORE BEGINNING CONSTRUCTION

3. GATE VALVE AND VALVE BOX PER QUAD CITY STD. DTL. 391Q

WATERLINE CONNECTION DETAIL "B”
1"=1"

TYPE K COPPER

DOUBLE STRAP

BRASS

SADDLE #202B-XXX-IP

TO BLDG.

Ej@
/—‘_’?_—Y—TR’ACER WIRE

PER COP 319P

P,

NOTE: TOP BOX HAS
NO CUTOUTS.

LID SHALL BE
DIAMOND PLATE
STEEL

CURB STOP

TYPE K COPPER

FORD B-41-XXX-G
OR APPROVED EQUAL.

ELEVATION

SHALL BE 2"
MIN. TO 4" MAX.
ABOVE FINISHED
GRADE. MIN 14"
MAX 18"
TO TOP OF
CHECK VALVE

TRACER WIRE PER

\—CORP STOP
FORD FB-1100-X

DWG. NO.

DTO1

DATE

07/14/2020

SHEET NO.

12

12

OF

SERVICE CORP CURB

SIZE STOP STOP

METER

SETTER

CITY CURB
BOX STOP

CUSTOMER
BOX

1*__|FB1100-4-G__ | B41-444-G

VBH74-9W-11-44

#2 B11-444

#1

1.5" |FB1100-6-G B41-666-G

VBH76-12W-11-66

#4 B11-666

#2

2" [FB1100-7-G B41-777-G

VBH77-12W-11-77

#4 B11-777

#2

TOP BOX

COP DTL. 319P

METER SETTER —\

CURB STOP FORD
B-41-XXX-G

0

I
,’i

BOTTOM BOX |

 CHECK VALVE

MAINT.

NOTES:
CUSTOMER BOX

1) ALL PARTS LISTED ARE FORD METER BOX CO. OR APPROVED EQUAL.
2) FOR 5/8" X 3/4" METERS, INSTALL FORD A24 METER ADAPTERS.

3) ON 1.5" AND 2" METERS INSTALL UNIONS ON EACH SIDE OF THE
METER SETTER USING 6" BRASS NIPPLES IN-LIEU OF 12" BRASS NIPPLES.

NOTES:

PON

CITY |PRIVATE
MAINT.

@

BRASS 6.
|~ NIPPLE AS 7

) e |

12" BRASS NIPPLE J

(TYP FOR 1")

12" BRASS _/
NIPPLE

PRESSURE REGULATOR

CURB STOP FORD B-11-XXX

SERVICE LINE SHALL BE TYPE K COPPER WITH 8 MIL POLYWRAP.
BOXES SHALL BE PER MAG STD. DETAIL 320.
SERVICE LINE IS TO HAVE MIN. 3 FT. COVER WITHIN THE ROADWAY PRISM.
SERVICE LINE SHALL BE UNSPLICED FROM CORP. STOP AT MAIN TO CURB
STOP AT METER BOX.
FOR CUT OR FILL SLOPE METER LOCATIONS, CMU WALL OR OTHER
APPROVED METHOD SHALL BE REQUIRED FOR PROTECTION OF METER SET.
METER TO BE INSTALLED BY C.O.P. ONLY.
. REFER TO COP DET 200P FOR WATER SERVICE BEDDING AND SHADING.
REQUIRED | 8 WATER SERVICE OR METER BOX SHALL NOT BE LOCATED IN DRIVEWAYS,
SIDEWALKS, OR STREETS.

9. NO LANDSCAPE FEATURES OR VEGETATION WITHIN 5' OF METER BOXES.
7 10. CONTRACTOR SHALL VERIFY FACTORY SETTING ON PRESSURE REGULATOR.

METER SETTER FLANGE TO

SIZE FLANGE LENGTH
5/8" 7.75"

1" 10.75"
1.5" 12.75"

2" 17.25"

COP STANDARD DETAIL

1" - 2" WATER SERVICE

CONNECTIONS

REVISED: |DETAIL No.

07/16 316P

CITY ENGINEER

IN DIRT SIDE

4" RADIUS
(TYP)

12"

L 1
2" SQUARE /

OPERATOR NUT
I I 5
lHJ \
GRADELOK SADDLE TYPE VALVE BOX
STABILIZER OR APPROVED EQUAL

GUIDE RING 1/2"
SMALLER O.D. THAN
RISER I.D. (TYP)

PROVIDE VALVE STEM
EXTENSION WHERE DEPTH
TO OPERATOR NUT
EXCEEDS 4'

o

|==—0"TO 1/4"

"WATER","SEWER","EFFL."
ON COVER (TYP.)

IN PAVEMENT SIDE

CLASS "AA" CONCRETE
8" THICK, BROOM FINISH
30" DIAMETER.

1/4" RADIUS (TYP)

ASPHALTIC
CONCRETE
PAVEMENT

EXTEND TRACER WIRE TO
18" ABOVE GROUND AND
LOOP INSIDE VALVE BOX
ABOVE DEBRIS CAP.

TOP OF THE BOTTOM RISER
SHALL BE A MINIMUM OF 12"
BELOW FINISHED GRADE

TRACER WIRE PER QUAD CITY
STANDARD 319Q-1 AND SPECIFICATIONS

RESTRAIN TWO 3/8" SET
SCREWS ON EITHER SIDE TO
LOCK THE OPERATING NUT

NOTES:
1.

2.

o s

o

VALVE BOX SHALL BE ADJUSTED TO THE FINISHED GRADE
AFTER PLACING OF THE FINISH PAVEMENT SURFACE.

USE PARKSON TYLER #6855, APCO OR EQUAL DEEP
SKIRTED LID (4" OR MORE) TYPE, SLIDING ADJUSTABLE
CAST IRON VALVE BOX C.I. MIN. T.S. 30,000 P.S.I.

ALL VALVES CONNECTED TO EXISTING MAINS ARE TO BE
OPERATED BY AGENCY PERSONNEL ONLY.

U.S. MANUFACTURED IRON ONLY.

ALL STEEL FOR EXTENSION TO HAVE SHOP PRIME COAT
ZINC CHROMATE, AND ONE HEAVY APPLICATION NO-OX-10
"A" IN ACCORDANCE WITH MANUFACTURE'S DIRECTION.
DEBRIS CAP PER MAG DETAIL 392.

VALVE BLOCKING REQUIRED PER QUAD CITY STANDARD
DETAIL 301Q.

DEBRIS CAP COLOR TABLE
VALVE TYPE COLOR

IN-LINE-RW BLACK
HYDRANT BLUE
BUTTERFLY YELLOW
ZONE RED
FIRE LINE WHITE
EFFLUENT PURPLE

SEWER FORCE MAIN GREEN

QUAD CITY STANDARD DETAIL

VALVE BOX

REVISED: |DETAIL No.
07/16 391Q

3" ASPHALT CONCRETE

COMPACTED SUBGRADE
(COMPACT TO 95%)\

6” AGGREGATE BASE COURSE

PAVEMENT STRUCTURAL SECTION 1

3" AGGREGATE BASE COURSE

COMPACTED SUBGRADE )
(COMPACT TO 95%)\

SCALE: N/A

PAVEMENT STRUCTURAL SECTION 2

SCALE: N/A

f'Call at least two full working days'\
before you begin excavation.

Dial 8-1-1 or 1-800-STAKE-IT (782-5348)

CITY OF PRESCOTT PUBLIC WORKS

WILDWOOD & HAISLEY

GENERAL DETAIL SHEET
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PREPARED BY
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COP
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